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i .SBTTL DOCUMENTATION 
-REM_ 
IDENTIFICATION 
PRODUCT CODE : AC - T802A -MC 
PRODUCT NAME : CXDHUAO DHU-11 DEC/X11 MODULE 
PRODUCT DATE: 1S OECEMBER 1985 
MAINTAINER: ENE - DIAGNOSTICS, READING 
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T CORPORATION. DIGITAL EQUIPMENT 
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THE SOFTWARE Seat a IN THIS DOCUMENT IS FURNISHED TO THE 
PURCHASER UNDER LICENSE FOR USE ON A SINGLE COMPUTER 
SYSTEM AND CAN ge COPIED (WITH INCLUSION OF OIGITALS 
COPYRIGHT NOTICE) ONLY FOR USE IN SUCH SYSTEM, EXCEPT AS MAY 
OTHERWISE BE PROVIDED IN WRITING BY DIGITAL. 


DIGITAL EQUIPMENT CORPORATION ASSUMES NO RESPONSIBILITY FOR 
THE USE OR RELIABILITY OF ITS SOFTWARE ON EQUIPMENT THAT IS 
NOT SUPPLIED BY DIGITAL. 
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he ABSTRACT: 


THIS DOCUMENT DESCRIBES THE DiHU11 DEC/X11 EXERCISER MODULE. THE 
PROGRAM EXERCISES UP TO FOUR (CONSECUTIVELY ste te Min 
ASYNCHRONOUS INTERFACES. MAINTENANCE MODE IS USED TO TRANSMIT AND 
RECEIVE A BINARY COUNT PATTERN TRANSMITTED ANO RECEIVEO IN 108 CHARACTER 
BURSTS. ALL DEVICES SELECTED FOR TESTING ARE ACTIVATED AND RUN 
CONCURRENTLY. ALL SIXTEEN LINES ARE RUN ON EACH SELECTED DEVICE. 


TAIS PROGRAM WILL RUN ONLY ON A UNIBUS PROCESSOR. THIS 
PROGRAM WILL NOT SUPPORT ANY DEVICE OTHER THAN THE DHU11. 


THE DHU11 IS AN ASYNCHRONOUS MULTIPLEXER THAT PROVIDES AN INTERFACE 
BETWEEN SIXTEEN ASYNCHRONOUS SERIAL DATA COMMUNICATIONS CHANNELS AND 
ANY UNIBUS PROCESSOR. 


THE DHU11 PROVIDES RS2352-A AND RS425-A INTERFACES WITH ENOUGH MODEM 
CONTROL TO PERMIT FULL DUPLEX POINT TO POINT OPERATION OR DIAL UP 
(AUTO ANSWER) OPERATION OVER THE PUBLIC SWITCHED TELEPHONE PETWORK. 
Af EACH LINE THE CHARACTERISTICS ARE SET UNDER PROGRAM CONTROL, THE 


INFORMATION THAT IS SET a? SWITCHES ON THE CARD BEING THE UNIBUS 
ADDRESS AND THE VECTOR ADDRESS 


HARDWARE: O A PDP SYSTEM WITH UNIBUS 
O 32K BYTES OF MEMORY CTOTAL) ON THE SYSTEM. 
O 1-4 DHU11 INTERFACES. NO WRAPAROUND OR MAINTENANCE 
CABLE IS NEEDED IF RUNNING IN LOCAL LOOPBACK MODE. 
STORAGE: THIS MODULE (OHU11) REQUIRES: 
2° DECIMAL WORDS: i122 


OCTAL WORDS: 2142 
3. OCTAL BYTES: 43504 


SOFTWARE: LATEST REVISION OF THE DEC/X11 MONITOR € LINKER. 
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Be PASS DEFINITION: 


ONE PASS OF THE DHU1i MODULE CONSISTS OF A NUMBER (DEFAULT OF 8) 
OF INTERATIONS. 


AN ITERATION CONSISTS OF FOUR BASIC TESTS ON EACH DHU11, INCLUDING 
THE TRANSMITTING AND RECIEVING OF 108 CHARACTERS ON EACH LINE. 


4. EXECUTION TIME: 


THE EXECUTION TIME (TIME TO MAKE ONE PASS) DEPENDS ON THE NUMBER 
OF DHU11'S, THE NUMBER OF LINES SELECTED, THE BAUD "tan AND THE 
OTHER MODULES CONFIGURED IN. THE AVERAGE TIME FOR A MODULE RUNNING 
Ung By ON A PDP 11/724 WITH BAUD RATES ETC. SET TO DEFAULT IS 


5S. CONFIGURATION PARAMETERS: 


MEANING OF PARAMETERS: 





OVA: ADDRESS OF 4h DHU11 CSR REG. 
vCcT: GF FIRST DHU11L 
BR1: ‘Ss 

BRe: SECOUND PRIORITY CNOT 

Ovc: NO. DHU11'S IF GREATER THAN 1 
SR1: FIRST SOFTWARE REGISTER 


DEFAULT PARAMETERS: 
DVA: 1, vCT: 1, BRI: 5. BRe: S. DvCc: 1. SR1: 0 


REQUIRED PARAMETERS: 
AT CONFIGURATION TIME THE USER MUST SPECIFY: 


DVA: ADDRESS OF FIRST DHU11 CSR REG. 
VCT: VECTOR ADDRESS OF FIRST DHU11 
Ove: NO. OF OHU1L1'S IF GREATER THAN 1 


MODULE LOCATION DVID1 (HOLDS DVC) MAY BE MODIFIED (MOD DHUA 14) 
ones ANY COMBINATION OF DHU11‘'S. (SEE ITEM 08, “OPERATOR 


6. DEVICE OPTION SETUP: 


ae ee a a a cs a 
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NONE REGUIRED 


ve MODULE OPERATION: 


THE OHU11 DEC/X11 MODULE IS ASSEMBLED AND LINKED ACCORDING TO 
STANDARDS OUTLINED IN THE DEC/X11 MODULE PROGRAMMER’S GUIDE. 


THE MAIN ALGORITHM: 


Ma Bt IS PERFORMED WITH INTERNAL LOOPBACK SELECTED, VIA 
THE CHARACTERS 224 - 377 (OCTAL) ARE TRANSMITTED ON 16 LINES SIMULTANEOUSLY VIA 
ss HE ON A OMA BASIS, 
RECEIVE CHARACTERS ON IVE 
FIFO. IF SUCCESSFUL, 108 (DECIMAL) CHARACTERS PER LINE SHOULD BE RECEIVED. 


EACH RECEIVED LINE WILL BE CHECKED FOR PROPERLY RECEIVED DATA BY 
COMPARING EACH RECEIVED CHARACTER TO ITS EXPECTED VALUE. 


START: 
O SETUP NUMBER OF DHU11'S 10 BE TESTED. 
RESTRT: 
O SETUP DEVICE ADDRESSES € VECTORS. 
DHUTOL: 
O RESET OHU11 AND TEST THE RESET BIT CLEARS. 
DHUTO2: 
0 oe SS oe cette wed Fen ehoa ns 
THAT THE BOARD INTERRUPTS. DONE FOR EACH LINE 
ON ALL BOARDS. 
DHUTOS: 
O RUN INTERNAL SELF TEST DIAGNOSTICS ON ALL DHU11'S 
SELECTED AND TEST FOR PASS OR FAIL. 
DHUTO4: 


O GET LINES TO BE TESTED ON THIS OnMU11. 
O SET-UP WRITE COUNT PATTERN INTO XMIT BUFFER. 


O SET-UP LINE PARAMETERS 
(9600 BAUD, 8 BIT/CHAR., ENABLE RECEIVER). 


SEG “© 
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O START ALL LINES/DHU11 SELECTED. 


TXSERV: 
O CHECK FOR VALID INTERRUPT AND REPORT 
ERROR AS REQUIRED. 
RXSERV: 
O RECEIVES EACH CHARACTER OF EACH LINE UPON GETTING 
FIFO INTERRUPTS. 
O VERIFIES CORRECT DATA REPORT ERROR AS REQUIRED. 
0 CHECK FOR END OF DATA AND BOARD FINISHED. 
O WHEN ALL DONE DECLARE END OF ITERATION. 
8. OPERATOR OPTIONS: 
NOTE 


SR1 . 2 AND 3 APPLY TO ALL OHU11'S SELECTED 

1). TESTING MULTIPLE DHU11'S 
MODULE LOCATION DVID1 (MOD DHU 14) MAY BE MODIFIED TO 
EXERCISE ANY COMBINATION OF FOUR DHU11'S: 


DEVICE TO TEST DVID1 = 


~MRe  UITUN e e 2 WP 


VMUWN & &w&wld 
~ 
De 


2). SELECTABLE BAUD RATE: 
THE BAUD RATE MAY BE SELECTED BASED ON THE CODE BELOW. 


THE SELECTION 


SEG « 


Hi 
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PROCEOURE IS VERY SIMPLE. 


IF YOU WANT TO USE 9600 BITS/SEC. THEN SIMPLY LEAVE BOTH SR1 € SRe 
“O”". THIS IS THE DEFAULT VALUE. 


IF YOU WISH TO USE OTHER BAUD RATES THEN FOLLOW THIS PROCEDURE: 


A. SELECT THE BAUD RATE YOU oy FROM THE BAUD RATE TABLE. 
WE WILL USE 38.4K FOR EXAMPLE 


NOTE 1: THE TRANSMIT € RECEIVE BAUD RATES WILL BE THE SAME. 


2: IF USING 38.4K BAUD “a A MAXIMUM OF 2 LINES 
MAY BE USED AT ONE TIME. 


IF USING 19.2K BAUD RATE, A MAXIMUM OF 4 LINES 
MAY BE USED AT ONE TIME. 


THE VARIABLE “LINESELECT” MUST BE CHANGED TO 
REFLECT THE MAXIMUM ALLOWABLE @ OF LINES THAT MAY 
BE TESTED. (2 LINES @ 38.4, 4 LINES 8 19.2) 


8. PLACE THE BINARY CODE FOR THE PARTICULAR BAUD RATE INTO SR1. 
FOR OUR EXAMPLE 38.4K HAS A BINARY CODE VALUE OF 17. 


C. PLACE A “1” IN SR2. SR2 MUST ALWAYS CONTAIN A ONE WHENEVER A 
BAUD RATE COTHER THAN THE DEFAULT) IS SELECTED. 


D. IN ORDER FOR THE PROGRAM TO RUN FOR 1 MINUTE, THE VALUE 
“ICONT” MUST BE MODIFIED FOR EACH SELECTED BAUD RATE. 
THE APPROPRIATE VALUE FOR “ICONT” MAY BE FOUND IN THE BAUD 
RATE TABLE. THE 1 MINUTE RUNTIME IS BASED ON RUNNING 1 
OHU11. THE RUNTIME WILL BE PROPORTIONATLY LONGER FOR EACH 
ADDITIONAL DOHU11 SELECTED FOR TESTING. 


THE BAUD RATE MAY BE SELECTED AT TIME OF CONFIGURATION OR AT 
RUNTIME BY CHANGING —as SRi, SR2, & ICONT TO 
SELECT A PARTICULAR BAUD RA 


LOCATION SR1 (MOD DHUA 16). 
LOCATION SR2 (MOD DHUA 20). 
LOCATION ICONT (MOD DHUA 36). 


(NOTE: IF SR2 CONTAINS A "0", THE BAUD RATE SELECTED WILL 
BE 9600 NO MATTER WHAT IS IN SR1!!) 


BAUD RATE TABLE 


DATA RATE BINARY CODE ICONT = 


SEG ” 


isl 
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(BITS/SEC) CSR1 = ) 
50 0 1 
75 1 1 
110 2 2 
134.5 3 2 
150 a 3 
300 5 4 
600 6 S 
1200 7 6 
1800 10 6 
2000 11 7 
2400 le 7 
4800 13 7 
7200 14 7 
9600 15 7 
19200 16 10 
17 10 


3). MAY CHOOSE BETWEEN INTERNAL LOOPBACK OR NORMAL OPERATION ( NORMAL 
OPERATION REQUIRES LOOPBACK CONNECTORS TO BE FITTED ). 


A. INTERNAL LOOPBACK REQUIRES NO CABLES, ONLY THE MODULE IS TESTED. 


NORMAL OPERATION wr THE OPERATOR TO TEST NOT ONLY THE MODUL 
BUT THE CABLES TOO. A H325 LOOPBACK CONNECTOR IS REQUIRED FOR 
EACH LINE SET TO NORMAL, IF THIS IS PLACED ON THE DISTRIBUTION 
PANEL ONLY THE INTERNAL CABLES ARE TESTED. THE H325 CAN ALSO 
BE PLACED AT THE ENC OF THE BCOSi CABLE (FROM THE DISTRIBUTION 
PANEL) AND THE BCOSL CABLE IS THEN TESTED. 


INTERNAL LOOPBACK: 
LEAVE SRS “0”. 

NORMAL OPERATION: 

INTO SR3 THE BIT MASK OF THE L 


PLACE 
DESIRED FOR TESTING, (SEE BIT MASK VALUES BELOW). 
CTHE SAME LINE NUMBER WILL BE TESTED ON ALL DEVICES 


LOCATION SRS: (MOD DHUA 22). 


BIT MASK VALUES FOR TESTING A LINE IN NORMAL OPERATION 
LINE @ DESIRED SR3 


Ji 
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1 2 

2 4 

3 10 

4 20 

5 

6 100 

7 200 

8 400 

9 1000 
10 2000 
il 4000 
12 10000 
13 

14 40000 
15 100000 


4). INDIVIDUAL € MULTIPLE LINE TESTING 


MODULE VARIABLE “LINESELECT” MAY BE MODIFIED TO EXERCISE ANY 
COMBINATION OF SIXTEEN LINES: 


¢) 1 

1 2 

2 4 

3 10 

4 20 

5 40 

6 100 

7 200 

8 400 

9 1000 

10 2000 

i1 4000 

l2 10000 

13 20000 

14 40000 

15 100000 

1.2 3 

1,3 5 

1,4 11 

ETC 

ALL. 16 LINES 177777 
9. ERROR REPORTS: 


STANDARD ERROR REPORTS ARE GENERATED EXCEPT AS NOTED UNDER THE DESCRIPTION 
FOR NON-STANDARD PRINTOUTS. SEE THE DEC/X11 USERS GUIDE FOR EXAMPLES. 


SEG % 


ee 





<1 
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10. NON-STANDARD PRINTOUTS: 
A. WARD ERROR REPORT 
ASTAT (STATC) IS THE CONTENTS OF THE RECEIVER BUFFER. 
B. DATA ERROR REPORT 
WRADR IS THE LINE NUMBER. 
RDADR HAS NO MEANING AND WILL ALWAYS EQUAL "O”. 
ll. MNEMONICS 
THE FOLLOWING INFORMATION SHOULD BE USEFUL IN UNDERSTANDING 
NAMES GIVEN TO VARIABLES IN THIS PROGRAM: 
LINESELECT: .WORD 177777 +; (‘INDICATES LINES SELECTED. (16 LINES UNLESS 
; CHANGED BY OPERAT 
LINE SDONE : -BLKW 4 ; USED IN RXSERV AS A BITMAP OF LINES FINISHED 
LINECOUNT: -WORD 0O ; NUMBER OF LINES BEING TESTED. 
DHUSDONE : .WORD O s INDICATES HOW MANY OHU11'S ARE DONE USED IN DHUTO4 
DHUSLEFT; -WORD O ; INDICATES OhU11‘S LEFT TO DO USED IN DHUTO4 
OHU. LIVE: -WORD O ; BIT MAP OF NUMBER OF DHU11'S TO TEST. 
DHUNOW ; -WORD 0 ; CURRENT DHU11 USED iN DHUTO4 
DHUCSR : -WORD O ; DMU11 CSR. 
POINT: -WORD O ; POINTS TO CURRENT DHU11 BEING laa 
OF FSET: -WORD 0 ; OFFSET TO INDICATE SPECIFIC UN 
BUF ADR : -WORD O ; WOLDS CURRENT BUFFER ADDRESS FOR “BINARY COUNT PATTERN. 
COHUCSR : -WORD 0 ; . 
LCKOUT: -WORD 0 ; ALLOWS ONLY 1 ERROR REPORT AT A TIME 
; I.E. SET TO 1 WHEN REPORTING AN ERROR 
TXSPEED : -WORD O ; TRANSMIT SPEED (BAUD RATE). 
RCVSPEED: -WORD O s RECEIVE SPEED (BAUD RATE). 
TXBUF ; -BLKB 256. s MOLDS TRANSMIT MESSAGE 








THE OHR BUFFERS ARE USED IN DHUTO4 

THE FIRST 16 BYTES HOLD THE NEXT EXPECTED CHARACTER ON 

THE CORRESPONDING LINE 

THE REST OF THE BUFFER IS USED TO HOLD ERROR DATA FOR DHUTO4 

; WOLOS THE BINARY COUNT PATTERN FOR DEVICE ¢1. 


DHROBUF ; 256. 
OHRIBUF ; -BLKB 256. ; WOLDS THE BINARY COUNT PATTERN FOR DEVICE @2. 
DHR2BUF : -BLKB 256. ; HOLDS THE BINARY COUNT PATTERN FOR DEVICE #3. 








5 


SEQ 10 


Li 
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FLAG: 
DHULPR ; 
LPRSELECT: 


55 $553 55588 35 


ogo eoooo ooo°o°o a, 


HOLDS THE BINARY COUNT PATTERN FOR DEVICE #4 
HOLDS THE VECTOR ADDRESS OF CURRENT DHU11. 


VIRTUAL ADDRESS. 

PHYSICAL ADDRESS. 

EXTENDED ADDRESS. 

PHYSICAL ADDRESS (22 BIT). 
EXTENDED ADDRESS (22 BIT). 
HOLDS CSR ADDRESS OF DHU11 ¢1. 
HOLDS CSR ADDRESS OF DHU11 ¢e. 


HOLDS CSR ADDRESS OF DHU11 #5. 
HOLDS CSR ADDRESS OF DHU11 04. 


INDICATES IF DEVICE CAN INTERRUPT O.K. 
LPR BEFORE SETTING BAUD RATES. 
LPR AFTER SETTING BAUD RATES. NEEDED BECAUSE 


THE BAUD RATES ARE SET TO DEFAULTS DURING SELF TEST. 


-SBTTL MODULE DEFINITIONS 


Mi 
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MODULE DEFINITIONS 
542 .LIST SEQ,LOC,BIN 
543 TITLE DHUA DEC/X11 SYSTEM EXERCISER MODULE 
DDXCOM VERSION 23 -MAY 
.LIST BIN 
§ FSESESESESSESESSESEESEEESSESSEAESESESESESESESEAEEEEBERESLEDRESLESESEEEREEEEEEEEE 
000000 IN: 
000000 104 110 125 MODNAM: .ASCII /DHUA / ;MODULE NAME. 


XFLAG: .BYTE OPEN ;USED TO KEEP TRACK OF WBUFF USAGE 
000006 000001 ADDR : 1+0 31ST DEVICE ADOR . 
000010 000001 VECTOR: 1+0 31ST DEVICE VECTOR. 
000012 240 BR1: .BYTE PRTYS+0 31ST BR LEVEL. 
000015 240 BRe: BYTE PRTY5+0 ;2ND BR LEVEL. 
000014 000020 DVID1: 17+¢1 sDEVICE INDICATOR 1. 
000016 000000 SR1: OPEN ;SWITCH REGISTER 1 
000020 000000 SRe: OPEN ;SWITCH REGISTER 2 
000000 SRS: OPEN ;SWITCH REGISTER : 
000024 000000 SR4: OPEN ;SWITCH REGISTER 4 
[SPORE EEREABREKAEREEHEAMRKARRERARERRHAEEERAKALEEEEAEHEAE RHEE EKKO RH HE HO OE 
000026 140000 STAT: 140000 ;STATUS A 
000030 004540’ INIT: START ;MODULE START ADDR. 
0000382 000222‘ SPOINT: MODSP sMODULE STACK POINTER. 
000034 000000 PASCNT: O ;PASS COUNTER. 
000036 000007 ICONT: 7 ;@ OF ITERATIONS PER PASS=7 
000040 000000 ICOUNT: O ;L0C TO COUNT ITERATIONS 
000042 000000 0 sLO0C TO SAVE TOTAL SOFT ERRORS 
000000 : O ;LO0C TO SAVE TOTAL HARD ERRORS 
000046 000000 SOFPAS: O ;LOC TO SAVE SOFT ERRORS PER PASS 
000050 000000 0 ;LOC TO SAVE HARD ERRORS — PASS 
000052 000000 SYSCNT: O 3% OF SYS ERRORS ACCUMULAT 
000054 000000 ANNUM: O ;HOLDS RANDOM @ RAND MACRO IS CALLED 
000056 CONFIG: ;RESERVED FOR MONITOR 
000056 000000 RES1: ¢] ;RESERVED FOR MONITOR USE 
000060 000000 RES2: 8) ;RE MONITOR USE 
000062 000000 SVRO: OPEN ;LOC TO SAVE RO 
000000 SVR1: OPEN ;LO0C TO SAVE Ri 
000000 : OPEN ;LOC TO SAVE Re 
000070 000000 SVR3: OPEN 3L0C TO SAVE RS 
000072 000000 SVR4: OPEN sLO0C TO SAVE R4 
000074 000000 SVvRS: OPEN ;LOC TO SAVE RS 
000076 000000 SVR6: OPEN 3LO0C TO SAVE R6 
000100 000000 CSRA: OPEN ; 
000102 : ;ADDR OF GOOD DATA, OR 
000102 000000 ACSR: OPEN ;CONTENTS OF CSR. 
000104 : ;ADDR OF BAD DATA, OR 
000104 000000 ASTAT: OPEN ‘ STATUS REG CONTENTS. 
000106 TYP: ; TYPE OF ERROR 
000106 000000 OPEN EXPECTED DATA, 
000110 000000 OPEN sACTUAL DATA. 
000112 004374' RSTRT: RESTRT sRESTART ADDRESS AFTER END OF PASS 
000114 000000 WOTO: OPEN ;WORDS TO MEMORY PER ITERATION 
000116 000000 : OPEN ; WORDS PER ITERATION 
20 000000 INTR: OPEN 3@ OF IN PER ITERATION 
000122 IDNUM: ;sMODULE IDENTIFICATION * 
000040 .REPT SPSIZ ;sMODULE STACK STARTS HERE. 
000222 MODSP 


§ FSSSESSESESSSSEEREHSSEESESEEEASESESLESLESESLESEBESLES&EASESESESEAESESEESESEDEEAEE 


- ———— eee eS a 
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BIT DEFINITIONS 


CSR 





TXBUF CNTRC(R2 ) 


CSR BIT DEFINITIONS. 


OFFSETS FOR REGISTERS 


CSR nd 
RECEIVE F 


BUFFER. 
TRANSMIT CHARACTER FIFO. 
LINE PARAMETER REGISTER. 
CONTROL REGISTER 
SS REGISTER 1. 


TRANSMIT BUFFER ADDRE 
TRANSMIT BUFFER ADDRESS REGISTER 2. 
TRANSMIT DMA BUFFER COUNTER. 


LINE 


SEQ 15 


y 
50 
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100000 
040000 


020000 
010000 
000200 
000100 
000040 


100000 
040000 


020000 
010000 


000224 


100000 


177777 


TX. ACTION 


TXINTR. ENABLE 


. ERROR 
RCVDATA. AVAIL 


RCVINTR . ENABLE 


MASTER .RESET 


; RECEIVE BUFFER BIT DEFINITIONS. 


DATA.VALID 
OVERRUN .E 


FRAMING .ERROR 
PARITY .ERROR 


BIT15 
BIT14 
BIT13 
BIT12 


3 TRANSMIT CHARACTER USED IN DHUTO2 
TXDATA 


224 


; LINE CONTROL REGISTER BIT DEFINITIONS. 


; TRANSMIT BUFFER ADDRESS 2 BIT DEFINITIONS. 


TX. ENABLE 
OMA.START 


BITiS 


BIT7 


3 THESE ARE THE PROGRAM PARAMETERS: 


LINESELECT: 
LINESOONE : 
LINECOUNT : 


DHUSDONE : 
DHUSLEFT: 
OHU.LIVE: 
DHUNOW : 


. WORD 
-BLKW 
WORD 


177777 


ooo°o of 


INDICATES LINES SELECTED. (16 LINES UNLESS 
CHANGED BY OPERAT 


USED IN RXSERV AS A BITMAP OF LINES FINISHED 
NUMBER OF LINES BEING TESTED. 


INDICATES HOW MANY DHU11'S ARE DONE USED ey OHUTO4 
INDICATES DHU11'S LEFT TO DO USED IN DHUTO4 

BIT MAP OF NUMBER OF 0MU11‘S TO TEST. 

CURRENT OHU11 USED IN DHUTO4 


Ce 
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= 000246 000000 DHUCSR WORD O s OnU11 CSR. 

6 

660 000250 000000 POINT: WORD O ; POINTS TO CURRENT DHU11 BEING TESTED. 

661 000252 000000 OFFSET: WORD C s OFFSET TO INDICATE SPECIFIC UNIT 

000254 000000 BUF ADR: WORD O ; HOLDS CURRENT BUFFER ADDRESS FOR BINARY COUNT PATTERN. 

6635 000256 9000000 SR: WORD 0 s HOLDS CSR. 

664 000260 000000 LCKOUT : WORD O ; ALLOWS ONLY 1 ERROR REPORT AT A TIME 

665 s i T TO 1 WHEN REPORTING AN ERROR 

666 000262 000000 TXSPEED: WORD O ; TRANSMIT SPEED (BAUD RATE 

<. 000264 000000 RCVSPEED WORD 0 ; RECEIVE SPEED (BAUD RATE). 

1 000266 TXBUF : -BLKB 256. s MOLOS TRANSMIT MESSAGE 

: 
671 


; THE JHR BUFFERS ARE USED IN DHUTO4. 
; THE FIRST 16 BYTES HOLD THE NEXT EXPECTED CHARACTER ON 
674 s THE CORRESPONDING LINE 
s THE REST OF THE BUFFER IS USED TO HOLD ERROR DATA FOR DHUTO4 
& 


: -BLKB 256 s HOLDS THE BINARY COUNT PATTERN FOR DEVICE 61. 
678 001266 OHR1IBUF : -BLKB 256. s HOLDS THE BINARY COUNT PATTERN FOR DEVICE 62 
679 001666 DHR2BUF : -BLKB 256. ; MOLOS THE BINARY COUN’ PATTERN FOR DEVICE #35 
680 002266 DHRSBUF : -BLKB 256. s WOLDS THE BINARY COUNT PATTERN FOR DEVICE 04 
681 002666 000000 DHUVECT: -WORD O s HOLOS THE VECTOR ADDRESS OF CURRENT DHU11 
683 002670 000000 VA: -WORD O s VIRTUAL ADORE 
684 002672 000000 PA: -WORD O 3 PHYSICAL ADORESS. 
685 002674 000000 EA -WORD 0 : EXTENDED ADDRESS. 
686 002676 000000 PA22: -WORDB 0 s PHYSICAL ADDRESS (22 BIT). 
687 002700 000000 EA22: -WORD O 3 EXTENDED ADDRESS (22 BIT). 
689 002702 000000 ADORO : -WORD 0 s WOLOS CSR ADDRESS OF DHU11 ¢1. 
690 002704 000000 ADOR1 : -WORD 0 s MOLDS CSR ADORESS OF DHU11 ¢2. 
691 002706 000000 ADOR2 : .WORD 0 s HOLDS CSR ADORESS OF DHU11 03. 
rt | 002710 000000 ADORS : -WORD O s HOLDS CSR ADDRESS OF DHU11 04. 
694 002712 000000 FLAG: -WORD 0 ; a IF DEVICE CAN INTERRUPT O.K. 
695 002714 0000350 DHULPR : -WORD 530 ; LPR BEFORE SETTING BAUD RATES. 
696 00271€ 000000 LPRSELECT: -WORD O ; LPR AFTER SETTING BAUD RATES. NEEDED BECAUSE 
yaa 3 THE BAUD RATES ARE SET TO DEFAULTS DURING SELF TEST. 
699 
700 
701 
La s THESE ARE THE ERROR MESSAGES 


704 002720 045 106 101 ERR.A: .ASCIZ ‘FATAL ERROR!! CANNOT SELECT MORE THAN 4 LINES 819.2 K BAUD! !s° 


726 122 
002731 122 117 122 
002734 041 041 
002737 040 103 101 
002742 116 116 117 
002745 124 040 123 

105 114 105 
002753 103 124 040 


D2 
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705 


706 


707 


ERR.C 


ERR.D: .ASCIZ ‘sFATAL ERROR!! 


-ASCIZ ‘sFATAL ERROR!! 


: .ASCIZ ‘SFATAL ERROR!! 


——— ee ee ee ee 


SEG ! 


CANNOT SELECT MORE THAN 2 LINES 838.4 K BAUD! !s’ 


SELF-TEST TIMED OUT!! DROP THE UNIT! !s’ 


SELF-TEST DIAGNOSTICS FAILED!! OROP THE UNIT! !s° 
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706 


v0 
709 00 


ERR .E: 


ERR .F: 


.ASCIZ 


-ASCIZ 


Re 


‘sFATAL ERROR!! 


‘SFATAL ERROR!! 


DATA VALID DID NOT SET?! 


OVERRUN, PARITY, OR FRAMING ERROR!! 


DROP THE UNIT! !s' 


DROP THE UNIT! !s’ 
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710 


711 


041 
000 
101 


ERR.G: 


ERR .H: 


ERR .I: 


-ASCIZ 


-ASCIZ 


-ASCIZ 


— —-——< me a eee et 


‘SsFATAL ERROR!! 


‘SERROR! ! 


‘SERROR!! 


FO 
5-6 


SELF-TEST ERROR CODE INDICATES AN ERROR!! 


ILLEGAL TRANSMIT INTERRUPT! !s’ 


OVERRUN,PARITY. OR FRAMING ERROR! !s' 


SEQ 18 


DROP THE UNIT! !e 


ee 


Ge 
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MOOULE DEFINITIONS 


713 


714 


715 


716 


045 


ERR. J: 


ERR .K: 


ERR.L: 


-ASCIZ 


.ASCIZ 


-ASCIZ 


-ASCIT 


‘SERROR!! 


‘SERROR!! 


‘SFATAL ERROR! ! 


‘SFATAL ERROR! ! 


DATA ERROR! !s’ 


NO LINES SELECTED! !s’ 


DEVICE DID NOT INTERRUPT PROPERLY!! 


DEVICE DID NOT INTERRUPT PROPERLY! !s° 


DROP THE UNIT! !s° 


—_—— « —-- — ae eee ee 


He 
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MOOULE DEFINITIONS 


717 


120 


-EVEN 


-ASCIZ 


‘SCHECK EXTERNAL CABLE OR TURNAROUND CONNECTION!! 


-SBTTL INITIAL SETUP 


SEQ 20 


DROP THE UNIT! !a' 


016767 
001012 


042767 


173450 


177760 


173674 


173640 


>) #6 


ie 
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INITIAL SETUP 


‘ 
:) NAME : 
;) FUNCTIONAL DESCRIPTION: 


3) CALLING SEQUENCE: 
:) INPUTS REQUIRED: 
32 OUTPUTS GIVEN: 

3) REGISTERS USED,UNRESTORED: NONE. 
;) SUBROUTINES USED: 
3) #RESTRICTIONS: 


DROP 1: 


RESTRT: 


START: 


RESTART: 


START AND RESTART ARE ENTRY POINTS 
INTO THE CODE. 

START SETS DHU.LIVE UP FROM DVID1 
RESTART DOES THE 18 BIT CONVERTION 
ON THE TXBUF ADDRESS FOR DMA 


IN LINE. 


MODULE HEADER 
“DHU.LIVE” AND THE 18 BIT ADDRESSES 


NONE . 
NONE 


SETUP @ OF DHU11'S TO BE TESTED. 
IF THERE ARE NO DHU11'S TO TEST, 


; TEMPORARY RETURN TO MONITOR. 


;THEN CONTINUE AT NEXT INSTRUCTION. 


MOV DVI01,0HU.LIVE : 
BNE RESTRT : 
MOV #600 ,R1 

BREAKS ,BEGIN 

BREAKS ,BEGIN 

DEC Ri 

BNE DROP 1 

END$ ,BEGIN i 

BIC @tC<17>,OMU.LIVE ; 


oT »VA 
GETPAS ,BEGIN, VA 
v PA,PA22 
MOV EA,EA22 
ASR EA22] 


: 
;GET PHYSICAL ADDRESS 


® OF DHU11'S TO BE TESTED. 


s WE oes CONVERT THE 16 BIT VIRTUAL ADDRESS (TXBUF) TO AN 16 PHYSICAL 


GET THE TRANSMIT BUFFER ADDRESS 
FROM 16-BIT VA 
NOW HAVE THE 18 BIT PHYSICAL ADDRESS AND 
THE 18 BIT EXTENDED ADDRESS. 

SHIFT THE EXTENDED ADDRESS BITS 


DHUA DEC/X11 SYSTEM EXERCISER M MACRO M1200 12-DEC-83 09:01 


INITIAL SETUP 


779 004436 006267 1762356 
780 004442 006267 176232 
4 004446 006267 176226 


SO THEY ARE CORRECT FOR THE DHU11 
NOTE GETPA PUTS THE EXTENDED ADDRESS 
BITS IN BITS 4 AND 5S 


SEG 22 


—— . 


me ee ee ee 


Ke 
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INITIAL SETUP 


016701 
001734 


012767 
016767 
016767 


012703 


036767 
001002 
000167 


016702 


010146 


173564 


000001 
173314 
173310 


173526 1753516 
001162 


173510 


>) #6 


+ 
:) NAME : 
3) FUNCTIONAL DESCRIPTION: 


3) CALLING SEQUENCE: 
;) INPUTS REQUIRED: 
;2 OUTPUTS GIVEN: 


3) REGISTERS USED, UNRESTORED: 


:)  #$SUBROUTINES USED: 
3) RESTRICTIONS: 


BEQ 
MOV 


MOV 


DHU.LIVE,R1 
DROP 


@1,POINT a 
VECTOR, DHUVECT 


@DHXO.R4 
@ADDRO 


SETUP1: 


€ INCLUDING SETUP2: ) 
POINT TO FIRST BOARD 

AND SET UP THE VECTORS 

IN LINE. 

"DHU.LIVE” AND THE MODULE HEADER 


“POINT” 
Ri = ADRRSES OF POINTER TO CURRENT DHU11 


R2 = ADDRESS OF CSR ( CURRENT DHU11 >) 
R3 = RX INTERRUPT ROUTINE ADDRESS 

R4 = TX INTERRUPT ROUTINE ADDRESS 

R1 - 5S PUSHED ONTO STACK 

NONE . 

NONE 


; ANY DHU11‘S TO TEST? 
THE MODUL 


; YES, SETUP DEVICE POINTER TO POINT TO 1ST DEVICE. 
THE CSR ADDRESS 


; GET 
; GET THE DEVICE VECTOR. 


; SETUP ADDRESS OF RECEIVER INTERRUPT ROUTINE. 
; SETUP ADDRESS OF TRANSMIT INTERRUPT ROUTINE. 
; SETUP DEVICE ADDRESS TABLE FOR 1ST DEVICE. 


FOR FIRST DEVICE. 


; DETERMINE WHICH UNITS REQUIRE TESTING. 


SETUP2: 


1%: 


BIT 


O as 
NEXTDHU 


DHUCSR , R2 


Ri, -(SP) 


; DOES OPERATOR _ THIS DHU11 TESTED? 
; YES, GO TEST 
s NO, GO GET ANOTHER OHU11. 


; YES, SAVE THE CSR ADDRESS OF THIS DHU11. 


s SAVE REGISTERS. 


Le 
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INITIAL SETUP 
641 004540 010246 MOV R2, -CSP) 
842 004542 010346 MOV R3,-CSP) 
010446 MOV R4,-CSP) 
oes 004546 010546 MOV . - CSP) 
846 -SBTTL TEST 1 


SEQ 


@4 


Me 


font + DEC/X11 SYSTEM EXERCISER M MACRO M1200 12-DEC-83 09:01 PAGE 8 SEG 25 
848 
849 3) + | 
one 3) bAME : DHUTO1 
; 
852 ;) FUNCTIONAL DESCRIPTION: THIS SECTION RESETS THE BOARD AND TESTS 
853 ; THAT THE BOARD COMES OUT OF RESET 
854 3) 
855 3) 
one 4 CALLING SEQUENCE: IN LINE. 
3 
ror $2 INPUTS REQUIRED: R2 = CSR ADDRESS OF CURRENT DHU11 
$ 
860 :) #OUTPUTS GIVEN: “DHU.LIVE” WILL BE MODIFIED TO DROP A UNIT 
act $2 ON A FAIL 
8 
oes $2 REGISTERS USED, UNRESTORED: R1 CORRUPTED 
$ 
ose 2 SUBROUTINES USED: NONE . 
$ 
867 :;) RESTRICTIONS: NONE . 
868 3) 
869 3) -- 
7 : 
872 004550 DHUTO1 ; FIRST WE INITIALIZE THE DEVICE. 
874 004550 012701 004000 MOV #4000 ,,R1 ; SET A WATCHDOG TIMER 
875 004554 032762 000040 000000 5%: BIT @MASTER .RESET,CSRCR2) ; SEE IF OHVU11 IS IN RESET 
pda 004562 001407 BEG 8&$ ; NO THEN WE CAN RESET IT 
876 004564 104407 000000' BREAKS ,BEGIN ; TEMPORARY RETURN TO MONITOR. 
are 004570 104407 000000’ BREAK$ ,BEGIN | THEN CONTINUE AT NEXT INSTRUCTION. 
880 004574 005301 DEC Ri ; HAVE WE TIMED OUT 
8681 004576 001366 BNE 5% ; NO TRY AGAIN 
004600 000417 BR 15$ ; YES GO TO THE ERROR REPORT 
883 004602 012701 004000 8$: MOV #4000 ,R1 :; SET-UP WATCHDOG TIMER. 
oe oneatt 012762 000040 000000 ane MOV @MASTER .RESET,CSRCR2) ; SET MASTER RESET IN CSR. 
886 004614 032762 000040 000000 : BIT @MASTER .RESET,CSRC(R2) ; IS MASTER RESET STILL SET? 
887 004622 001442 BEQ 20% s NO, SELF-TEST IS DONE. 
889 004624 104407 000000’ BREAK$ ,BEGIN ; TEMPORARY RETURN TO MONITOR 
one 004630 104407 000000’ BREAKS ,BEGIN ; THEN CONTINUE AT NEXT INSTRUCTION. 
891 004634 005301 DEC Ri ; DECREMENT WATCHDOG TIMER. 
poe 0046 001366 BNE 10% ; YES, WAIT FOR MASTER RESET TO CLEAR. 
894 
895 
po ; SELF-TEST TIMED OUT!! FATAL ERROR!! DROP THE UNIT!! 
898 004640 15%: 
899 004640 016767 173402 173232 MOV DHUCSR ,CSRA ; YES, MASTER RESET DION’ T SET. REPORT AN ERROR. 
016267 000000 173226 MOV CSR(R2), ACSR ; PRINTOUT THE CSR ADDRESS (CSRA), THE CONTENTS 
901 004654 016267 000002 173222 MOV RBUF(R2), ASTAT ; OF THE CSR CACSR), AND RBUF CASTAT). 
902 004662 012767 000034 173216 MOV $34 ,ERRTYP 


Ne 


ote ieee SYSTEM EXERCISER M MACRO M1200 12-DEC-83 09:01 PAGE 8-1 


903 


104401 
104405 


000000’ 003120’ 


000000’ 


1733540 


000764 


000000 


173330 


. SBTTL 


MSG$ ,BEGIN,ERR.C sASCII MESSAGE CALL 


§ FSSSESHSESSSSESESESASESESESESEEAEASSESERESESEEESESEAAEEESESEEEENEOHEEEE 
HRDOER$ ,BEGIN, NULL 


; 
§ SSSSSAAHASHESESESSESSESESSAEEESESEEAEALKEHEESDEEAEEESEEESEEAEEEEEEEEKESEEEE 


BIC POINT ,OHU.LIVE ; FATAL ERROR!! DROP THIS DHU11 UNIT!! 
MOV CSP)+,R5 ; RESTORE REGISTERS. 

MOV CSP )+,R4 

MOV CSP)+,R3 

MOV (SP)+,R2 

MOV (SP )+,R1 

JMP NEXTOHU ; GO BACK FOR ANOTHER DHU11. 


TEST 2 


SEQ 26 


b 4 
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eo @: ef @ Ge @ Ge Ge @ Ge Ge Ge Ge Ge Ge Ge Gt Ge Ge Ge Ge Se Ge 
ae ee ee ee Re et et et et et et a a ee a a ee ee ee ee ee 


NAME : 
FUNCTIONAL DESCRIPTION: 











CALLING SEQUENCE : 
INPUTS REQUIRED: 


OUTPUTS GIVEN: 


REGISTERS USED, UNRESTORED: 
SUBROUTINES USED: 


RESTRICTIONS: 

208: 

DHUTO2 

308: 
MOV RBUF (CR2),RO 
BPL 40% 
BR 308 

40%: 
MOV DHUVECT RS 
MOV V.CRS)- 
MOVB Bai ins). 
CLRB cr de 
MOV @TX,CRS)> 
MOvVB BR1i,CRS)-« 
CLRB CRS) 
CLR RO 
MOV @1,R1 

508: 
CLR FLAG 
BIT Ri,LINESELECT 
BEG 100% 
MOV RO, CSRCR2) 


DHUTO2 


SEND ONE CHARACTER AROUND THE LOOP 
AND TEST THE RX AND TX INTERRUPTS 


IN LINE. 


Re * ADDRESS OF DHU11 CSR TO BE TESTED 
“DHUC SR” 


“DHUVECT” 


“OMY. gl 


ON A F 


WILL BE MODIFIED TO DROP A WIT 


Ril - 5S PULLED FROM STACK 


NONE . 
NONE . 


CLEAR OUT THE RECEIVER FIFO. 


POINT TO VECTOR ADORESS. 


LOAD Avterty RECEIVE ROUTINE ADORESS. 
LOAD PRIORIT 


LOAD INTERRUPT TRANSMIT ROUTINE ADORESS. 
LOAD PRIORITY. 


START WITH LINE ZERO. 
POINT TO IT. 


INIT. INTERRUPT INDICATOR. 
IS THIS LINE ON THE OMU11 SELECTED FOR TESTING? 
NO, DON’T SET IT WP. 


SELECT LINE NUMBER IN CSR. 

NOTE THE INITAL RESET SELECTED A 
XMIT AND RECEIVE BAUD OF 9600 
1 STOP BIT, 
NOT GOING TO CHANGE THAT HERE. 









1015 
1014 005106 
1015 


1017 005122 
1018 


1031 005172 


030167 
001404 


012762 


010462 


012705 


112762 


104407 
104407 


005303 
001052 


016767 


173002 


000026 


000226 


000010 


000010 


000014 


65$: 


708%: 


758%: 
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BIT R1,SR5 ; DOES THE OPERATOR WANT TO TEST IN LOCAL LOOPBACK? 
BEQ 60$ ; YES, SET-UP FOR LOCAL LOOPBACK. 
s NO, SET-UP IN NORMAL OPERATION. 
MOV ORK. ENABLE ! AUTO1!AUTOO,LNCTRLCR2) 
; SET RX ENABLE E€ NORMAL 
; OPERATION IN LNCTARAL. 
BR 65% 
MOV @LOCAL .LOOP!Rx. mentite x x LNCTRL(R2) 
SET RX ENABLE € LOCAL 
LOOPBACK IN LNCTRL. 
BIS @TX. ENABLE, TX2BUFADR(R2) ; SET TX ENABLE 
MOV RO,R4 
BIS @TXINTR. ENABLE !RCVINTR. ENABLE ,R4 
s SET TRANSMIT € RECEIVE 
s INTERRUPT ENABLES. 
MOV R4,CSRC(R2) 
MOV @20000 ,R3 ; SET WATCHDOG TIMER. WE WILL 
; TIME OUT IF IT TAKES TOO LONG 
s TO INTERRUPT SUCCESSFULLY. 
MOVB @TXDATA, TXCHAR(R2) s PUT TXDATA IN THE - FIFO 
: TO SEND A CHARACTER 
BREAKS , BEGIN ; TEMPORARY RETURN TO MONITOR.. 
BREAKS .BEGIN ; THEN CONTINUE AT NEXT INSTRUCTION. 
DEC R3 ; UPDATE COUNTDOW. 
BNE 908 s WAS THE TIMER TIMED OUT? 
MOV OHUCSR ,CSRA s YES, THE My SE DID NOT INTERRUPT PROPERLY! 
+ REPORT AN ERROR. 
MOV CSRCR2),ACSR s PRINTOUT THE CSR ADDRESS (CSRA), THE CONTENTS 
MOV RBUF CR2),ASTAT : OF THE CSR CACSR), AND RBUF CASTAT). 
ast —  -g FLUSH OUT RECEIVER SILO. 
MOV #0, CSR(R2) : OISABLE TRANSMIT € RECEIVER INTERRUPTS. 
CMP @BIT1. FLAG 3 DID TRANSMITTER INTERRUPT? 
BNE 80% s NO IT DIDN‘'T, REPORT INTERRUPT ERROR. 
BIT R1,SRS 1 EXTERNAL LOOPBACK MODE (NORMAL)? 
BEQ 608 s NO, REPORT INTERRUPT ERROR. 
oo sASCII MESSAGE CALL 


MSGS ,BEGIN,ERR.L 


C4 


SEG 28 





sASCII MESSAGE CALL 


[4 
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St 2 


001314 


052767 
104400 


012601 


173036 


173026 


175452 


005302’ 


853: 





TX: 


1%: 


RCV: 


1%: 


EX: 


SEQ 29 


{ PCOS OESESEEEEAEESEEEEEEEESESEEEEESEEEEEHEEEEEEEEEEEEOCEEEEEEEEOOS 
HRDERS , BEGIN, NULL 


§ OOOO 66 66080806686 60666 666666666 64666466 660666466646 46646664666666866606466686 


BIC 


POINT ,OHU.LIVE 
(SP)+,R5S 
(SP )+,R4 
(SP )+,R3 
(SP)+,R2 
(SP)+,R1 
NE XTOHU 
06 ,.FLAG 
708% 

#0, CSRC(R2) 
RBUF CR2) 


4 
CSRCR2) 


; FATAL ERROR!! DROP THIS DHU11 UNIT!! 
; RESTORE REGISTERS. 


; GO BACK FOR ANOTHER DHU11. 

; HAVE WE INTERRUPTED ee 

s NO, WAIT FOR FLAG TO SET 

: OISABLE TRANSMIT € RECEIVER INTERRUPTS. 
; FLUSH 4 RECEIVER SILO. 


; EMPTY YET 
; READ CSR TO CLEAR TRANSMIT INTERRUPT 


3 UPDATE LINE NUMBER FOR CSR. 

: a TO NEXT LINE. 

; VE WE DONE 16 LINES? 

; FINISHED TESTING INTERRUPT CAPABILITIES. 


3 TRANSMIT ROUTINE. 


BIS 


@BIT1. FLAG 


EXIT$ .BEGIN 


s SET FLAG INDICATING SUCCESSFUL TRANSMIT INTERRUPT 
sEXIT TO MONITOR. MODULE WAIT FOR INTERRUPT. 
s RECEIVE ROUTINE. 


BIS #6IT2,FLAG 
EXIT$ ,BEGIN 

MOV (SP)+,R5S 
MOV (SP)+,R4 
MOV CSP )+.R3 
MOV (SP )+,R2 
MOV (SP)+,R1 


SET FLAG INDICATING SUCCESSFUL RECEIVE ~~: 
sEXIT TO MONITOR. MODULE WAIT FOR INTERRUPT 


s RESTORE REGISTERS. 


A 


ee ee ee ee ee ee 


2 


ote ioe SYSTEM EXERCISER ™ MACRO M1200 12-DEC-83 09:01 PAGE 10 SEQ 30 
1084 
1085 s) + 
1086 3) 
pod 2 NAME : CHECKLINES: 
1089 ) FUNCTIONAL DESCRIPTION: CHECKS THAT WE HAVE LINES SELECED AND 
1090 3) NOT TOO MANY LINES IF ON HIGH ‘ao 
1091 3) ore CHECK FOR hovel € SR2 = 0 ) 
1092 3) SET UP THE BAUDRAT 
1093 3) 
pte 3 CALLING SEQUENCE: IN LINE. 
3 
1096 :) INPUTS REQUIRED: R2 = CURRENT DHU11 CSR 
pd a8 “DHU.LIVE” AND THE MODULE HEADER 
: 
ted 03 OUTPUTS GIVEN: NONE . 
: 
re: 2 REGISTERS USED.UNRESTORED: ALL 
$ 
ane a2 SUBROUTINES USED: BAUORATE 
’ 
1105 :)  ##RESTRICTIONS: NONE . 
1106 3) 
1107 3) -- 
1108 
1109 
eet 005346 CHECKLINES 
1112 005346 022767 000000 172646 CMP @0,LINESELECT 3; MAKE SURE THERE ARE LINES SELECTED. 
ores 005354 001024 BNE 3$ ; YES, THERE ARE. GO TEST THEM. 
1115 005356 016767 172664 172514 MOV DHUCSR .CSRA ; NO, THERE ARE NO LINES SELECTED. REPORT AN ERROR 
1116 005 016267 000000 172510 MOV CSRCR2),ACSR 3 PRINTOUT THE CSR ADDRESS (CSRA), THE CONTENTS 
atte 005372 016267 000002 17 MOV RBUF CR2),ASTAT s OF THE CSR CACSR),. AND REUWF CASTAT). 
1119 005400 104401 000000’ 004003’ MSGt ,.BEGIN,ERR.K sASCII MESSAGE CALL 
1120 § 9$68660066006065660660606646666666606666666686066666066066066066..006 
104405 000000' 000000 $ BEGIN, NULL $ 
some § $964666668060066660600600660060666866060666666666660660606606060.6 
1122 005414 046767 172630 172620 BIC POINT ,.OMU.LIVE 3 FATAL ERROR!! DROP THIS DHU11 ‘INIT!! 
ooze 005422 000167 000266 JP NEXTOHU ; GO BACK FOR ANOTHER DHU11. 
1125 005426 S$: 
005426 012700 000020 MOV #16. ,RO s SET-UP BIT COUNTER. 
1127 005432 005067 172576 CLR LINECOUNT ; INITIALIZE THE “LINES SELECTED INDICATOR”. 
1128 005436 022767 000000 172354 CMP ° : DOES OPERATOR WANT TO RUN AT 9600 BAUD? 
tH 001005 BNE 5% s NO, DETERMINE THE BAUD RATE DESIRED. 
1131 005446 012767 000015 172342 MOV #15,SR1 ; YES, SET-UP BAUD USING 9600. 
1132 005454 000167 000200 JP 128 s GO 00 THE SET-UP. 
1134 005460 58: s FIRST, HOWEVER, WE MUST DETERMINE HOW MANY 
ti 3 LINES HAVE BEEN SELECTED FOR TESTING. 
1137 005460 006167 172536 ROL LINESELECT s PLACE THE LINESELECT BIT INTO THE CARRY BIT. 
005464 103002 Bcc 7$ s IS THIS LINE SELECTED? 


DHUA DEC/X11 SYSTEM EXERCISER 
TEST 2 


1139 005466 005267 172542 


50 510 
1151 005516 
1152 
11535 005520 
1154 005526 
1155 005534 
1156 
1157 005542 
1156 
1159 
005550 


1160 
1161 005556 
1162 005564 


016767 
016267 
016267 


104401 


016767 
016267 
016267 
104401 


104405 


046767 
000167 


004767 


172376 
000034 


002704 


172310 
172516 


7$: 


108: 


128: 
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INC LINECOUNT | ; 
S08 RO,5$ : 
ROL LINESELECT : 
CMP #16, SR1 3 
BNE 10% ; 
CMP 04,LINECOUNT : 
BGE i2$% : 
MOV DHUCSR ,CSRA ; 
MOV CSRCR2).ACSR ; 
MOV RBUF CR2),ASTAT . 


MSG$ ,BEGIN,ERR.A 


eee ee ae eee eae - -_—_ — 


SEQ 41 


YES. INDICATE THAT IT IS. 


UPDATE COUNT-DOWN UNTIL ALL BITS ARE CHECKED. 


RESTORE LINESELECT. 

IS SELECTED BAUD RATE 19. a 

NO, SEE IF IT IS SET FOR 38.4K 

YES. ARE THERE MORE THAN 4 LINES SELECTED? 
NO, THAT'S GOOD. GO SET-UP THE BAUD RATE. 


YES. TOO MANY LINES SELECTED. 


REPORT AN ERROR. 
PRINTOUT THE CSR ADDRESS Sar tt tary CONTENTS 


OF THE CSR CACSR). AND RBUF CAS 


sASCII MESSAGE CALL 
RUNN 


ING CONCURRENTLY AT 19.2K BAUD! 


[ SASSHOOHAEEAHRERS TAKEDA HHEECHAEHERASTSE SESH SEAEKSEKLEHAHKAEDRESHEDHOAHOESD 


$ ,BEGIN,NULL 


é 
PESSHERSEEHERHSHEKHABASTASHEHHAEEHEHEE AEE OSHA HEHAEEMELAESASHEEKEASEHEEDEABSH 


BIC POINT ,OHU.LIVE ; 
NEXTOHU 


3 


CMP #17 * SR1 4 
BNE $ : 
6GE ; 
MOV DHUCSR ,CSRA : 
MOV CSRCR2),ACSR ; 
MOV RBUF(R2), ASTAT : 
MSG$ .BEGIN.ERR.B 


sASCII MESSAGE CALL 
3; RUNNING 


FATAL ERROR!! DROP THIS — UNIT! ! 
GO BACK FOR ANOTHER DHU11 


IS SELECTED BAUD RATE 38.4K? 

NO, GO SETUP ITS BAUD RATE. 

YES. ARE THERE MORE THAN 2 LINES SELECTED? 
NO, GO SET-UP THE BAUD RATE. 


YES. TOO MANY LINES SELECTED. 


REPORT AN ERROR. 
PRINTOUT THE CSR ADDRESS Salt Saree CONTENTS 


OF THE CSR CACSR), AND RBUF CAS 


CONCURRENTLY AT 38.4K BAUD! 


§ SSSSSEHSSOSESESSSEESEAEEEEESESESEEEESHSEHESESSESESEESEEESESEESEEEESEEES 


a 
§ SSSSASSSHSSEESSEESSSEEEEESEEESESEESEESEESEEESESESEEEEEEESEEEAEEESES 


-BEGIN, 
BIC POINT ,OMU.LIVE i 
JP NEXTDHU i 
JSR PC ,BAUDRATE ; 


FATAL ERROR!!: DROP THIS ome UNIT!! 
GO BACK FOR ANOTHER DHU11 


GO SET-UP THE BAUDRATE. 


TES? 


016705 
016711 
010325 
116725 
105025 
010425 


116725 
105015 


174776 
172352 


172110 


172100 


2 
° 


ee Ge Ge Gs G+ Ge Ge Ge GF Gs Ge Ge Ge GS Ge Ge Ge GF Ge Ge Ge 
ee Ft a Re Na td Nt Na a a a a ee a a Be 8 8 


VECT: 


GS 
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NAME : 
FUNCTIONAL DESCRIPTION: 


CALLING SEQUENCE : 
INPUTS REQUIRED: 


OUTPUTS GIVEN: 
REGISTERS USED, UNRESTORED: 
SUBROUTINES USED: 
RESTRICTIONS: 


R3.CRS)+ 
BR1,CRS)-« 
CRS)-+ 
R4,CRS)>+ 
BR1,CR5)-« 
CRS) 


as 35 225 


VECT 
SET UP VECTORS FOR EACH BOARD 


IN LINE. 


MODULE HEADER, 

“DHUCSR” AND “DHUVECT” 

VECTOR TABLE AT CURRENT DHU11 VECTOR ADDRESS 
2.3.4.5 

NONE . 

NONE . 


POINT TO THE VECTOR. 

MOVE THE CSR ADORESS INTO THE ADDRESS TABLE. 
MOVE THE ADDRESS OF THE RECEIVER INTERRUPT 
ROUTINE € THE PRIORITY OF THIS DHU11 INTO 
THE VECTOR ADDRESS FOR THIS DHU11. 


; MOVE THE ADDRESS OF THE TRANSMIT INTERRUPT 
; ROUTINE € THE PRIORITY OF THIS DHU11 INTO 
; THE VECTOR ADDRESS FOR THIS DMU11. 


eee -———— - 
a ee ee eee | ee ee eee ee oe 


H3 
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0000 
176532 


172306 


172274 
174706 


3) #6 

3) 

4 NAME : 

3 

2 FUNCTIONAL DESCRIPTION: 

: 

3) 

$2 CALLING SEQUENCE: 

3 

2 INPUTS REQUIRED: 

3 

2 OUTPUTS GIVEN: 

3 

2 REGISTERS USED, UNRESTORED: 

; 

2 SUBROUTINES USED: 

3 

a2 RESTRICTIONS: 

; 

3) - 

NEXTOHU 
ASL POINT 
ADD @2,R1i 
ADD 1-DHRO,RS 
ADD @DHX1 -DHXO ,R4 
BIT #20 ,POINT 
BNE DHUTOS 
ADD #20 ,DHUCSR 
ADD #10.D0HUVECT 
JP SETUP2 


-SBTTL TEST 3 


SEQ *% 


NEXTDHU 


SET UP POINTERS FOR THE NEXT OHU11 
GOTO NEXT TEST IF ALL DHU11‘S DONE 


IN LINE. 
“POINT” , 
“POINT” , 
R1,.3,4 
NONE . 
NONE 


“DHUCSR” AND “OHUVECT” 
“DHUCSR” AND “DHUVECT” 


POINT TO NEXT DHU11 

POINT TO NEXT LOC. in ADORESS TABLE 

POINT TO NEXT OHU11'S RX INTERRUPT ROUTINE. 
POINT TO NEXT DOHU11'S TX INTERRUPT ROUTINE. 


; HAVE WE SETUP ALL DHU11S? 
; YES, LET'S GO TEST THEM: 


; NO, GO SETUP ANOTHER DHU11. 
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TEST 


012767 
016767 


000001 
172010 


172244 
000534 
172226 


172256 
172246 


172234 


LS 


3) 

3) | 

:) NAME: DHUTO3 

; 

;) FUNCTIONAL DESCRIPTION: RESET BOARD AND TEST STATE OF 

:? DIAG.FAIL BIT AND SELF TEST CODES 

3 

3) 

+) CALLING SEQUENCE: IN LINE. 

8 

+ INPUTS REQUIRED: “DHUCSR” , “OHU.LIVE” 

y 

+ OUTPUTS GIVEN: “DHU. LIVE” WILL BE MODIFIED TO DROP A UNIT 

3 

3) 

+ REGISTERS USED,UNRESTORED: ALL 

4 

:) SUBROUTINES USED: NONE 

3 

+) RESTRICTIONS: NONE . 

é 

3) -- 

DHUTOS: 
MOV @1,POINT ; SETUP DEVICE POINTER TO POINT TO 1ST DEVICE. 
MOV ADDR , DHUCSR ; SETUP ADDRESS OF 1ST DEVICE. 

DHU.L1i: 
BIT POINT ,OHU.LIVE ; DOES THE OPERATOR WANT TO TEST THIS DEVICE? 
BNE 3$ ; YES, GO TEST IT 

- IMP DHU.N1 ; NO, GO LOOK AT THE NEXT DHU11. 

; MOV DHUCSR ,R2 ; SETUP THIS DHU11'S DEVICE ADORESS. 
; THE SELF-TEST DIAGNOSTIC WILL NOW BE RUN. 
; THIS I BY SETTING THE MASTER RESET IN THE CSR. THE 


S ACCOMPLISHED 
s CSR MASTER RESET BIT IS CLEARED WHEN THE SELF TEST IS COMPLETED. 


MOV #4000 ,,R1 s SET A WATCHDOG TIMER 
BIT @MASTER.RESET,CSR(R2) ; SEE IF DOruil IS IN RESET 
BEG 8s s NO THEN WE CAN RESET IT 
BREAK$ ,BEGIN s TEMPORARY RETURN TO MONITOR.. 

BREAK¢ ,BEGIN ;THEN CONTINUE AT NEXT INSTRUCTION. 
DEC R1 HAVE WE TIMED OUT 

BNE S$ NO TRY 


; AGAIN 
BR 15% s YES GO TO THE ERROR REPORT 


a 


J3 
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012701 
012762 


032762 
001435 


104407 
104407 


005301 
001366 


016767 


032762 
001426 


016767 
016267 
010567 
012767 


104401 
104405 


046767 
000167 


004000 8s: MOV #4000,R1 ; SET-UP WATCHDOG TIMER. 
000040 000000 iain MOV @MASTER.RESET,CSR(R2) ; SET MASTER RESET IN CSR. 
000040 000000 ; BIT @MASTER.RESET,CSR(R2) ; IS MASTER RESET STILL SET? 


BEG 20% ; NO, SELF-TEST IS DONE. 


000000 ' BREAKS ,BEGIN ; TEMPORARY RETURN TO MONITOR. 
000000‘ BREAK $ ,BEGIN :THEN CONTINUE AT NEXT INSTRUCTION. 
DEC Ri ; DECREMENT WATCHDOG TIMER 

_ BNE 10% ; YES, WAIT FOR MASTER RESET TO CLEAR. 

; SELF-TEST TIMED OUT!! FATAL ERROR!! DROP THE UNIT!! 
172132 171762 MOV DHUCSR ,CSRA ; YES, MASTER RESET DION’T SET. REPORT AN ERROR. 
000000 171756 MOV CSRCR2),ACSR ; PRINTOUT THE CSR ADDRESS CCSRA). a. CONTENTS 
900002 171752 MOV RBUF CR2). ASTAT ; OF THE CSR CACSR), AND RBUF CASTAT). 
000034 171746 MOV 034 ,ERRTY 


MSG$ ,BEGIN, ERR .C 


{PASSED AAAAEEREREARALAHAREHADAKEEHAHEAAOEKEEEASEKEERASEHAEHEAEEEHEE 


sASCII MESSAGE CALL 


000000‘ 000000 HRDER$ , BEGIN, NULL ; 

§ OO66666666060666666606666666666686666066660066660066066600066668 
172070 172060 BIC POINT ,OMU.LIVE ; FATAL ERROR!! OROP THIS DHU11 UNIT!! 
000362 JP DHU.N1 ; GO BACK FOR ANOTHER DHU11. 


; THE SELF-TEST DID COMPLETE FOR THIS DHU11. BUT, WERE THERE ANY FAILURES? 


20%: 
020000 000000 BIT @DIAG .FAIL ,.CSRCR2) ; OIO SELF-TEST DIAGNOSTICS PASS? 
BEQ 30% 3 YES € 


; SELF-TEST DIAGNOSTICS FAILED!! FATAL ERROR!! DROP THE UNIT!! 


172044 171674 MOV DHUCSR,CSRA ; REPORT CSR. 

000000 171670 MOV CSRC(R2), ACSR ; REPORT CSR CONTENTS. 

171666 MOV RS, ASTAT ; REPORT CONTENTS OF RBUF. 
34 171662 MOV 634, ERRTYP : T ERROR TYPE. 


000000‘ 005210’ MSG$ ,BEGIN, ERR .D sASCII MESSAGE CALL 


§ FSSOSHSSHSSESSSSSSEESSEESEESEHEESESESHEESEAEESESESEEESESEESESESE*EESD 


000000‘ 000000 $ BEGIN, NULL : 
| ©OOSO66646666606666466666666646466066666666666660606660060666040006 
172004 171774 BIC 


000276 JP DHU.N1 s GO GET NEXT DOMU11 


IF “DIAGNOSTICS FAILURE” BIT CLEAR. 


POINT ,OHU.LIVE 3; REMOVE THIS FAULTY DEVICE FROM TESTING. 


_ = ee ee oe 
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1376 
1377 
1378 
1379 
1380 ; SELF-TEST PASSED O.K. 
1361 
1382 
1383 006252 30%: 
1384 006252 012704 000010 MOV #8. ,R4 ; SETUP TO READ THE 8 CHAR. CODES FROM RBUF. 
1385 006256 012701 007640 MOV #4000. .R1 ; SETUP WATCHDOG TIMER. 
1386 006262 40%: 
1387 906262 016203 000002 MOV RBUF CR2),R3 ; READ RBUF FIFO. A VALID CHAR. WILL SET BIT 
pot 006266 1004354 BMI 50% ; 15 (FIFO NOT EMPTY). 
1390 006270 104407 000000’ BREAK$ ,BEGIN ; TEMPORARY RETURN TO MONITOR. 
_— 006274 104407 000000’ BREAK$ ,BEGIN ;THEN CONTINUE AT NEXT INSTRUCTION. 
1392 006 005501 DEC Ri ; DECREMENT WATCHDOG TIMER. 
poe 0063502 001367 BNE 40$ ; WAIT, WE WANT TO READ RBUF FIFO. 
1395 
1396 
pd ; VALID DID NOT SET!! FATAL ERROR!! OROP THIS DHU1L1!! 
1399 ; BIT #15 DIDN'T SET! REPORT AN ERROR! 
1400 006 016767 171736 171566 MOV DHUCSR ,CSRA ; REPORT CSR. 
1401 006312 016267 171562 MOV cSRCR2). -— ; REPORT CSR CONTENTS. 
1402 0063520 010367 171560 MOV R3,ASTA ; REPORT CONTENTS OF RBUF 
eas 006324 012767 34 171554 MOV 034, ERRTYP ; REPORT ERROR TYPE 
1405 006332 104401 000000' 003311’ MSG$ ,BEGIN,ERR.E sASCII MESSAGE CALL 
1406 § $666600666066666650664660660686646666666666666646660600666006600608866 
006340 104405 000000’ 000000 HRDER$ , BEGIN, NULL i 
— § 0OO68066666664666664606606606466606646060660646066066060666604680668 
1408 006 046767 171676 171666 BIC POINT ,OHU.LIVE ; REMOVE THIS FAULTY DHU11 FROM TESTING. 
rte 0063554 000167 000170 JMP OHU.N1 s GO GET NEXT DHU11. 
He 
rt 9 : IT IS A VALIO CHARACTER. CHECK BITS 12-14 FOR A POSSIBLE ERROR. 
1415 
1416 006360 50%: 
1417 006360 032703 070000 BIT @OVERRUN. ERROR ! FRAMING .ERROR! PARITY .ERROR,RS 
1418 ; IS IT MODEM STATUS, 
1419 ; SELF-TEST ERROR CODE, 
1420 s OR DATA? 
1421 006364 001736 BEQ 40% s IF NONE SET THEN IT IS DATA. IT DOESN'T COUNT. 
1422 006 062703 010000 ADO 661IT12,R35 3 MAKE SURE ALL THE BITS WERE SET! 
ans 006372 100026 BPL 60% ; THEY WERE. THAT'S GOOD. 
1425 
igs 
1428 : OVERRUN, PARITY OR FRAMING ERROR!! FATAL ERROR!! OROP THIS UNIT!! 


KS 
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016767 
016267 
010367 
012767 
104401 
104405 


046767 
000167 


032705 
001702 


016767 


171476 
171472 


171464 
003404 ' 
000000 


171576 


171552 
000000 
171574 
000034 


171402 
171376 
171370 
000000‘ 005511' 
000000' 000000 


171512 171502 
000004 


Leo 
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; IF OVERFLOW TO BIT 15 DID NOT OCCUR, 
; THEN WE KNOW ALL 3 BITS WERE NOT SET! 
:; REPORT AN ERROR. 

MOV SR, ; REPORT CSR. 

MOV CSRCR2),ACSR ; REPORT CSR CONTENTS. 

MOV R3,ASTAT ; REPORT RBUF CONTENTS. 

MOV 034, ERRTYP ; REPORT ERROR TYPE. 


MSG$ ,BEGIN, ERR .F sASCII MESSAGE CALL 
§ POOEREEEEEEEEEEEEEEASEEEEEEAEEDEEEEDEDEEOE665066606000600060068 
HRDER$ , BEGIN, NULL 


. 
FREAKS KSHEHAEAEHEAAEEEHEAEHAEAEHAARSEHASREESSEAKLAHREHHEAREHENSERHEKEE DORE 


BIC POINT ,OHU.LIVE ; 
JMP DHU.N1 ; GO GET NEXT DHU11. 


THE “ALL ONES” CODE FOR BITS 12-14 IN RBUF INDICATES THAT MODEM 
STATUS OR SELF-TEST DIAGNOSTIC INFO. IS BEING HELD IN RBUF BITS 0-7. 
. a A oe AT THE SELF-TEST CODE TO ASSURE THAT THE SELF-TEST 


BIT #BITO,RS :; IS THIS MODEM STATUS OR lh TEST ERROR CODE? 
BEQ 40% ; IGNOR THE MODEM STATUS. WE JUST WANT 
; SELF-TEST ERROR CODES. 
TSTs RS ; LOOK TO SEE IF ROM VERSION OR SELF-TEST ERROR COD 
BPL 70% ; IF BIT7*0 THEN ROM VERSION. READ AND I 
CMPB R3,0201 ; OID WE GET SUCCESSFUL COMPLETION CODE? 
BEQ 70$% ; IF SO, CODE 201 RETURNED. ANY OTHER CODE IS 
; AN ERROR! 
SELF-TEST ERROR CODE INDICATES AN ERROR!!! FATAL ERROR!!! DROP THIS DHU11!! 


REPORT AN ERROR. 


i 
MOV DHUCSR,, CSRA ; REPORT CSR. 
MOV CSRCR2),ACSR s REPORT CSR CONTENTS. 
MOV R3,ASTAT s REPORT RBUF et pes. 
MOV 034 ,ERRTYP ; REPORT ERROR T 
MSG$ ,BEGIN, ERR .G sASCII MESSAGE CALL 
§ $2S646666606066646666646646466666646066646606666606606000006006686 
HRDER$ , BEGIN, NULL i 
§ 90666666664606666666068666466666668666666680666666666666060040066 
BIC POINT ,OHU.LIVE 3 REMOVE THIS FAULTY DHU11 FROM TESTING. 
JMP DHU.N1 ; GO GET NEXT DHU11. 


REMOVE THIS FAULTY DHU11 FROM TESTING. 


SEG 47 


ee as - — - 
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1483 ; THESE ARE THE SELF-TEST ERROR CODES 
1484 3 
1485 $ ' 
1486 ; CODE MEANING 
1487 F 
1488 ; 201 SELF TEST NULL CODE (0K) 
1489 ; 203 SELF TEST CODE SKIPPED 
1490 ; 211 BASIC DATA PATH ERROR FRO PROC?) 
1491 ; 213 UNDEFINED VART ERROR 
1492 ; 225 PROC1 TO EXTERNAL RAM ERROR 
1493 ; 2e7 PROC2 TO EXTERNAL RAM ERROR 
1494 ; 231 PROCi1 TO INTERNAL RAM ERROR 
1495 ; 233 PROC2 TO INTERNAL RAM ERROR 
1496 ; 235 PROC1 ROM ERROR 
1497 ; 237 PROC2 ROM ERROR 
ots 3; 241-277 UART ACCESS OR FUNCTION 
$ 
1500 ; BIT 7=0 AND BITO=1 ROM VERSION 
‘ane ; ALL OTHER CODES ARE UNDEFINED ERRORS. 
1503 
1504 006544 70$: 
1505 006544 005304 DEC R4 ; NEXT CHARACTER. 
1506 006546 001245 BNE 40$ ; WAVE WE DONE ALL 16 CHARACTERS? 
1507 ; IF NOT, GO BACK € DO THEM. 
1508 
1509 
1510 
1511 


NS 
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171466 
175566 
171462 


000020 


000020 
177170 


171454 
171442 


*¢ 


:;) NAME: 


3) FUNCTIONAL DESCRIPTION: 


3) CALLING SEQUENCE: 
;2 INPUTS REQUIRED: 
;2 OUTPUTS GIVEN: 


‘DHU.N1 


SET UP POINTERS FOR THE NEXT DHU11 
GOTO NEXT TEST IF ALL DHU11‘S DONE 


IN LINE. 
“POINT” AND “DHUCSR” 
“POINT” AND "DHUCSR” 


3) REGISTERS USED,UNRESTORED: NONE 


3) SUBROUTINES USED: 
3) RESTRICTIONS: 


10%: 


TEST 4 


NONE . 

NONE . 
—- ; ANY OHU11'S TO TEST? 
DROP 
POINT ; LOOK AT NEXT DHU11. 
#20 ,POINT ; WAVE WE TESTED ALL DOHU11'S. 
DHUTO4 ; YES, GOTO NEXT TEST SECTION. 
OHU.L1 ; GO BACK AND TEST. 


SEQ 39 


DUA eee /nis SYSTEM EXERCISER ™ MACRO M1200 


TES? 


005067 
016767 
016767 
012767 
005067 


17 
171376 


171404 
171142 
171136 


000001 
171350 


171346 


1713552 


171340 


171400 
174012 


171366 


171342 


es Ge @ Ge Ge G Ge Ge Ge Ge Ge Ge G+ Gs GS Ge Gs Ge Ge Ge Se G+ & 
ee Re ee ee ee et et ee te et et ee et a Ne et ee ee ee 
5 


12 OEC 83 09:01 


NAME : 
FUNCT,ONAL DESCRIPTION: 


Ba 


PAGE 15 


CALLING SEQUENCE : 
INPUTS REQUIRED: 
OUTPUTS GIVEN: 

REGISTERS USED, UNRESTORED: 
SUBROUTINES USED: 


RESTRICTIONS: 
DHUTO4: 
CLR LCKOUT 
CLR L INE SOONE 
CLR L INE SDONE - 2 
CLR L INE SDONE +4 
CLR L INE SDONE +6 
CLR 
MOV ADOR , DHUCSR 
MOV VECTOR ,OHUVECT 
MOV #1, POINT 
CLR OMUSDONE 
CLR OMUSLEF T 
DMU.L2: 
BIT POINT ,OHU.LIVE 
8EQ OMU .N2 
MOV DHUCSR ,R2 


DHUTO4 


THIS SECTION SETS UP THE Drill TO PASS sore IN 


INTERNAL .OOPB 


ACK MODE OR TO LOOPBATK DAT 


EXTERNALLY IN NORMAL MODE. 


IN LINE. 


MODULE HEADER 


“LINESELECT™ 


ALL 
NONE . 
NONE 


. “OMUSLEFT” 





. LINE DONE INDICATOR. 
START WITH DEVICE @0 

GET ADORESS OF FIRST DiHuil. 
GET VECTOR OF FIRST OHU11. 


RECORD WORKING ON 1ST DHU11. 
ge THE INDICATOR OF HOW MANY DHU11'S 


DONE , 
AND HOW MANY ARE LEFT TO DO. 


DOES OPERATOR WANT THIS OMU11 TESTED? 
NO, GO LOOK AT THE NEXT DMU11. 


SAVE DHU11 ADDRESS FOR SUBROUTINES. 


s SETUP THE COUNT PATTERN TO SEND VIA THE TRANSMITTER. 
s THE COUNT PATTERN IS 224-377 (148-255 DECIMAL). 


OHU . BUF : 


SEQ ac 
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007020 


012700 
012701 


110120 
105201 


001575 


012700 
016701 


012701 
112720 


005301 
0013574 


012701 
005020 


005301 
001575 


005000 
012701 


030167 
001433 


010062 


030167 


000266 ' 
000224 


000666 ' 
1713510 


000170 


000001 
171210 


170776 


MOV 

MOV 
10$: 

MOvVB 

INCB 

BNE 


C4 


oTXBUF ,RO 
6224 ,R1 


R1,(RO)> 
Ri 


10% 


SEQ 41 


NOW WRITE COUNT PATTERN INTO XMIT BUFFER. 


START WITH 224 UP TO 377 (148-255 DECIMAL). 


STORE PATTERN. 
rye ol PATTERN UNTIL PATTERN 377 IS 


STOREO. 
HAVE WE STORED UP TO 377 YET? 


; INITIALISE THE RX BUFFERS IN USE WITH THE FIRST 16 BYTES AS THE FIRST 


; EXPECTED CHARACTER AND THE REST CLEARED 


20%: 
MOV 
MOV 
30%: 
DEC 
BMI 
ADD 
BR 
403%: 
INC 
MOV 
45: 
MOvVB 
DEC 
BNE 
MOV 
476: 
CLR 
DEC 
BNE 


@DHROBUF , RO 
DHUNOW , R1 


Ri 


40% 
— a on 


DHUSLEFT 
#16. ,R1 
0224 ,(RO)-« 


Ri 
45% 


#120. ,R1 
CRO)+ 


Ri 
47% 


s CLINE PARAMETER ROUTINE. 


CLR 
MOV 


BIT 
BEQ 


MOV 


BIT 


RO 

€1,R1 

Ri, LINESELECT 
706 


RO,CSR(R2) 


R1,SR5 


GET RECEIVER BUFFER ADDRESS. 


IS THIS DHU11 00? 

YES THEN RO IS CORRECT 

NO UPDATE RO FOR NEXT BUFFER ADDRESS 

DO MORE UNTIL CORRECT BUFFER ADDRESS OBTAINED. 

KEEP TRACK OF HOW MANY DHU11'S HAVE TO BE DONE. 

SETUP COUNT FOR 16 LINES. 

> tin 1ST —— DATA VALUE INTO RECEIVER BIT 
+ ay THIS UNIT 

NEXT LINE. 

HAVE WE FINISHED 16 LINES YET? 

SETUP COUNT FOR 240 BYTE SIZE LOCATIONS. 

CLEAR REMAINDER OF RECEIVER BIT MAP FOR THIS UNIT 


HAVE WE FINISHED 240 LOCATIONS YET? 


START WITH LINE ZERO. 
POINT TO IT. 


IS THIS LINE ON THE DHU11 SELECTED FOR TESTING? 
NO ‘T SET IT WP 


LINE NUMBER IN CSR. 
THE INITAL RESET SELECTED A 
IVE BAUD OF 9600, ~ A ell 
ING TO CHANGE THAT HERE. 


DOES THE OPERATOR WANT TO TEST IM LOCAL LOOPBACK? 





on 
NOTE 






— —_— — — me ees 


D4 
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e. 007024 001404 BEQ 52s | + YES, SET-UP FOR LOCAL LOOPBACK. 
1667 s NO, SET-UP IN NORMAL OPERATION. 


1669 007026 012762 900026 000010 MOV ORX . ENABLE !AUTO1 !AUTOO,LNCTRLCR2 ) 

1670 s SET RX ENABLE € NORMAL 
1671 ; OPERATION IN LNCTRL. 
ett 007034 000405 BR 54% 


1675 007036 012762 000226 000010 MOV @LOCAL .LOOP!Rx. ee LNCTRLCR2) 
1676 ; SET RX ENABLE € LOCAL 
1677 ; LOOPBACK IN LNCTRL. 


1680 007044 016762 173626 000012 MOV PA22, TX1BUF ADR(R2) 3 PUT XMIT BUF ADDRESS IN TBUFFAD1. 

1661 s IF EXTENEDED ADDRESS, MUST SET UP +14. 
1682 007052 116762 173622 000014 MOVB EA22 , TX2BUF ADR( Re ) 

ety 007060 012762 000154 000016 MOV #108. , TXBUFCNTR(R2) ; SET UP BYTE COUNT. 


1687 ; SETUP THE BAUD RATES. 


1690 007066 016762 1735624 000004 MOV LPRSELECT ,LPRC(R2) ; SETUP THE BAUD RATES. 


1694 3 TURN ON THE TRANSMITTER 
NOTE THE INTERRUPTS ARE NOT ENABLED AT THIS POINT BUT THE AUTO FLOW 
1696 s WILL STOP TX WHEN THE FIFO STARTS TO GET FULL SO DATA WILL NOT BE LOST 


1696 007074 052762 100200 000014 BIS @TX. ENABLE !DMA.START, erugt y b 

1699 ENABLE DMA START AND TXMIT ENABLE. 
1700 007102 70%: 

1701 007102 005200 INC RO s UPDATE LINE NUMBER FOR CSR. 

1702 006301 R1 a TO NEXT LINE. 

1703 007106 001537 BNE 50% ’ VE WE DONE 16 LINES? 


233 


: 
2 
z 


E4 
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000020 
000010 
171114 
171114 
000020 


171130 
173542 


171106 


171070 


171046 


171024 


) #-¢ 


3) NAME : 
+) FUNCTIONAL DESCRIPTION: 


3) CALLING SEQUENCE : 
3) INPUTS REQUIRED: 
3) #OUTPUTS GIVEN: 


3) REGISTERS USED, UNRESTORED: 


3) SUBROUTINES USED: 
;) #RESTRICTIONS: 


10%: 


BIT 
BEQ 


#20 ,,DHUCSR 
#10,DHUVECT 
DHUNOW 


POINT 
620 ,POINT 
OMU.L2 


#1 ,DHU.LIVE 
10% 
ADDRO ,R2 


-_—=—- 


OHU.N2 


SET UP POINTERS FOR THE NEXT OMU11 
AND INCREMENT DHUNOW 
WHEN ALL BOARDS SET TURN ON INTERRUPT ENABLES 


IN LINE. 
“POINT “ 


“POINT” . 
R1.3,4 


NONE . 
NONE . 


“DHUCSR” , 


“DHUVECT” 


“DHUCSR” , “DHUVECT” 


NEXT OHU11 ADDRESS. 
NEXT VECTOR ADDRESS. 
UPDATE FOR ERROR TYPECOUNT IF ANY. 


LOOK TO NEXT OHU11 BITMASK POSITION. 
ye WE TESTED ALL DHU11' 


SEQ 45 


GO BACK AND TEST IF ANY OTHERS SELECTED 


YES ALL BOARDS SET SO TURN ON THE TRANSMITTER 
s AND RECEIVER INTERRUPT ENABLES 
s CHECK FOR DHU11 
s IF NOT TRY THE NEXT ONE 
s SET UP R2 FOR FIRST CSR 


@TXINTR. ENABLE fRCVINTR. ET ert 


#2 ,.DHU.LIVE 
20% 
ADDR1 .R2 


R2) 

T XMIT-INTERPT-ENABLE AND 
RECEIVE DATA INTERRUPT ENABLE. 
CHECK FOR DHU11 
IF NOT TRY THE NEXT ONE 
SET UP R2 FOR SECOUND CSR 


@TXINTR. ENABLE !RCVINTR. —* »CSRC 
H 


04 ,OHU.LIVE 
308 
ADDR2 ,R2 


R2) 
XMIT-INTERPT-ENABLE AND 
RECEIVE DATA INTERRUPT ENABLE. 


CHECK FOR DHU11 
IF NOT TRY THE NEXT ONE 
SET UP R2 FOR THIRD CSR 


@TXINTR. ENABLE !RCVINTR. re i; »CSRCR2) 


T XMIT-INTERPT-ENABLE AND 


eo TT 
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TEST 


032767 
001405 


1 
016702 
012762 


104400 


—_ —_ eed ———— 


FA 


s RECEIVE DATA INTERRUPT ENAELE. 


BIT #10,0HU.LIVE ; CHECK FOR DHULIL 
BEG 40% ; IF NOT TRY THE NEXT ONE 
MOV ADORS ,R2 ; SET UP R2 FOR FORTH CSR 


MOV @TXINTR. ENABLE !RCVINTR. eT CSR(R2 ) 
SET XMIT-INTERPT-ENABLE AND 
RECEIVE DATA INTERRUPT ENABLE. 


30%: 


40%: 


; 
3 AND NOW WE WAIT FOR THOSE INTERRUPTS 
; 


SEQ 44 


EXIT$ BEGIN sEXIT TO MONITOR. MODULE WAIT FOR INTERRUPT. 


. SBTTL OHU11 XMITTER INTERRUPT SERVICE ROUTINES. 


G4 
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DOHU11 XMITTER INTERRUPT SERVICE ROUTINES. 


1843 007342 





010246 
010146 
012701 


016702 
000167 


010246 
010146 
012701 


016702 
000167 


010246 
010146 
012701 


016702 
000167 


010246 
010146 


000766 ' 
173406 
000060 


001366‘ 
173370 
000040 


001766‘ 
173352 
000020 


3) #¢ 


NAME : 


FUNCTIONAL DESCRIPTION: 


CALLING SEQUENCE : 
INPUTS REQUIRED: 


OUTPUTS GIVEN: 
REGISTERS USED, UNRESTORED: 
SUBROUTINE ROUTINES USED: 
RESTRICTIONS: 


DHXO - X3, DHXSRV 

PROCESS THE INTERRUPTS OF XMITTERS. 
CHECK FOR VALID INTERRUPT AND REPORT 
ERROR AS REQUIRED. 

THESE ROUTINES ARE INTERRUPTED INTO. 


ADDRESS OF ROUTINES MUST BE SET UP. 
“ADDRO” , 1, 2. 3 POINT TO OHU11 CSR'S 


NONE 
Rl, 2 ALL RESTORED 
NONE . 
NONE . 


; ENTRANCE POINT FOR OHU11‘S DURING TRANSMITTER INTERRUPTS. 


DHXO: 


DHX3;: 


S 


MOV 


33 383 «38 888 38 8 


8s 


3 
@OHRIBUF +100,R1 
ADOR1 ,Re 
TXSERV 


R2,-(SP) 
Ri, -(SP) 
@DHR2BUF + 100,R1 


ADOR2 ,R2 
TXSERV 


R2, -¢ 
Ril, -¢ 


ee 


s SAVE THE REGISTERS. 


; SAVE BUFFER AREA FOR ERROR REPORTS. 


s CSR ADDRESS FOR DHU11 @ 
s GOTO COMMON TX INTERRUPT “ROUTINE. 


s SAVE THE REGISTERS. 


: SAVE BUFFER AREA FOR ERROR REPORTS. 


s CSR ADDRESS FOR DHU11 ¢@2. 
s GOTO COMMON TX INTERRUPT ROUTINE. 


s SAVE REGISTERS. 


; SAVE BUFFER AREA FOR ERROR REPORTS. 


s CSR ADDRESS FOR DiHU11 #5. 
s GOTO COMMON TX INTERRUPT ROUTINE. 


s SAVE REGISTERS. 


SEQ 4° 
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DHU11 XMITTER INTERRUPT 


ET. 


007344 


007350 
007354 


007360 


007360 
007566 


1875 
1876 


1896 
1897 007472 


012701 


016702 
000167 


016267 
100474 


011467 
005024 


012467 


SERVICE ROUTINES. 


002566" 
173554 
000000 


170660 
000002 


170670 


MOV 


MOV 
JMP 


@DHR SBUF +100,R1 


H4 


ADORS ,Re 


TXSERV 


; COMMON TRANSMITTER SERVICE ROUTINE. 


TXSERV: 


; ILLEGAL TRANSMIT INTERRUPT! ! 


108%: 


MOV 
BMI 


CSRCR2),COHUCSR 
100% 


R2,.(R1L)-« 
COHUCSR, CR1i)> 


RBUF CR2),(R1)« 


#0 ,CSR(R2) 


CSP )+,R1 


CSP) 


ERROR! ! 


SEG 46 


SAVE BUFFER AREA FOR ERROR REPORTS. 


CSR ADDRESS FOR DHU11 04 
GOTO COMMON TX INTERRUPT ROUTINE. 


GET CSR. 
REPORT ERROR IF TRANSMITTER ACTION BIT (15) NOT S 


REPORT “ILLEGAL TRANSMIT INTERRUPT ERROR. ” 
STORE CSR REPORT. 

STORE CSR CONTENTS. 

STORE RBUF CONTENTS. 


DISABLE TRANSMIT € 
RECEIVER INTERRUPTS. 


RESTORE REGISTERS. 


TST LCKOUT 

BEG 15% 

BREAKS ,BEGIN 
BREAK ¢ ,BEGIN 

INC LCKOUT 

MOV @DHROBUF + 100,R4 
TST CR4) 

BNE 30% 

ADD @OHR BUF -DHROBUF , 
BR 4 

MOV (R4),CSRA 

CLR CR4)> 

MOV (R4)+,ACSR 


Is _ IN 
s TEMPORARY RETURN TO MONITOR.. 
;THEN CONTINUE AT NEXT INSTRUCTION. 


DO NOT TYPEOUT ERROR REPORT IF ANOTHER REPORT 
PROGRESS. 


DURING ERROR TYPEOUT, 
SECTION TO REPORT AN 


DOES THIS LINE HAVE A SAVED ERROR? (R4<>0). 
NO, THEN LOOK AT NEXT LINE FOR ERROR. 


WE MUST NOT ALLOW ANY OTHER 
ERROR. 


REPORT CSR ADDRESS. 
CLEAR ERROR INDICATION. 
REPORT CSR CONTENTS. 


DEC/X11 SYSTEM EXERCISER M MACRO M1200 


DHUA 
DHU11 XMITTER INTERRUPT 


007476 
007502 


007510 


012467 
012767 


104401 
104405 


005067 


005267 
026767 
001402 


104400 


104415 
000167 


012601 
012602 
000002 


SERVICE ROUTINES. 


170402 
000025 170376 


170476 


35%: 


100$: 


14 
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MOV (R4)+, ASTAT , 
MOV 625, ERRTYP | ; REPORT ERROR TYPE. 


MSG$ ,BEGIN, ERR. sASCII MESSAGE CALL 


5996684666686 6666 6666646664666 668566 6668666866646 64666668666466664666666 


HROER$ ,BEGIN, NULL 


3 
§ OSS SO6 SS 6S8E664646668 4046666 FF5O8E46 66846868 4646466666608466466666646464646666 


CLR 


REPORT RBUF CONTENTS. 


LCKOUT ; ALLOW ANOTHER DHU11 TO RUN THIS OIAGNOSTIC. 
INC DHUSDONE ; ANOTHER DrHU11 IS , 
CMP DHUSDONE , DHUSLEF T s ANY OHU11'S LEFT TO TEST? 
BEG 35% ; YES. GO 00 THEM. 
EXITS ,BEGIN sEXIT TO MONITOR. MODULE WAIT FOR INTERRUPT. 
ENDIT$ .BEGIN sSIGNAL END OF ITERATION. 

sMONITOR SHALL TEST END OF PASS 

JMP RESTRT ; GO START TESTING ANOTHER OHU11. 
MOV CSP)+,R1 ; RESTORE REGISTERS. 
MOV (SP)+,Re 
RTI 
. SBTTL DHU11 RECEIVER INTERRUPT SERVICE ROUTINES. 


J4 
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DHU11 RECEIVER INTERRUPT SERVICE ROUTINES. 


170446 
170442 


3 ee 


NAME : 


FUNCTIONAL DESCRIPTION: 


CALLING SEQUENCE: 
INPUTS REQUIRED: 


OUTPUTS GIVEN: 


REGISTERS USED, UNRESTORED: 
SUBROUTINE ROUTINES USED: 


RESTRICTIONS: 


SEQ 48 


 DHRO-R3, DHRSRV 


PROCESS THE INTERRUPTS OF RECEIVERS 
CHECK DATA RECIEVED AND RE 


ow DROP TO NORMAL PRIORITY AND DECLARE 
AN END OF ITERATION. RETURN TO RESTART 
POINT. 
THESE ROUTINES ARE INTERRUPTED INTO. 
ADDRESS OF ROUTINES MUST BE SET UP. 
“ADDRO” »_2 AND 3 CONTAIN CSR ADORESSES 
“LINESELECT” CONTAINS BIT MAP OF Ig gr LINES 
“DHUSNOW” CONTAINS NUMBER OF DHU11'S SELECTED 
“LINESDONE” AND “DHUSDONE” ARE UPDATED 
Rl .2,3 ., 4 ALL RESTORED 
NONE . 


s ENTRANCE POINT FOR DHU11‘'S DURING RECEIVER INTERRUPTS. 


DHRI1: 


3333 8388 3888 3888 


s SAVE REGISTERS ON STACK. 


INDICATE THIS IS DEVICE #1. 
GET BUFFER TO RECEIVE CHARACTERS. 
CSR ADDRESS FOR DHU11 


s SAVE REGISTERS ON STACK. 


INDICATE THIS IS DEVICE ¢@2. 
GET BUFFER TO RECEIVE CHARACTERS. 
CSR ADDRESS FOR DHU11 


#1. 
GOTO COMMON RECEIVER INTERRUPT SERVICE ROUTINE. 


#2. 
GOTO COMMON RECEIVER INTERRUPT SERVICE ROUTINE. 


— eee oe Se 


eee eee a 


————— — ——— 


IKK4 


DHUA DEC/X11 SYSTEM EXERCISEP M MACRO M1200 12-DEC-83 09:01 PAGE 18-1 
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007776 


016201 
100402 
000167 
032701 


001510 
010105 


016704 
062704 


000004 170556 
001666’ 1703552 
173000 


000034 


000006 
002266 ' 
172746 
000000 


170322 
170316 


010000 


170252 
000040 


MOV R1,-CSP) 
MOV R2,-CSP) 
MOV R3,-(SP) 


MOV R3,-CSP) 


MOV R4,-CSP) 
MOV #4 ,OF FSET 
MOV 2BUF , BUF ADR 


; SAVE REGISTERS ON STACK. 


INDICATE THIS IS DEVICE #3. 
GET BUFFER TO RECEIVE CHARACTERS. 
CSR ADDRESS FOR DHU11 43. 


; SAVE REGISTERS ON STACK. 


INDICATE THIS IS DEVICE 04 
GET BUFFER TO RECET 


a 
i 


1 04 
GOTO COMMON RECEIVER INTERRUPT SERVICE ROUTINE. 


; COMMON RECEIVER INTERRUPT SERVICE ROUTINE. 


RXSERV: 
20%: 
MOV RBUFCR2),R1 
BMI 25% 
JMP 100% 
25%: 
BIT 
BEG 40% 
MOV R1,R3 
ADG #68IT12,R3 
Bcs 20% 
; ERROR!! 


MOV BUF ADR .R4 


ADD #40,R4 


s PULL OUT ie CHARACTER. 
; ARE THERE ANY CHARACTERS? 
; THERE ARE NO MORE CHARACTERS TO PROCESS. 


@OVERRUN .ERROR ! FRAMING. ree tage ERROR ,.R1 
ARE THERE 


: ANY "ERRORS? 
NO 


OVERRUN,PARITY, OR FRAMING ERROR!! 


s GET BUFFER TO STORE ERROR REPORT. 


GOTO COMMON RECEIVER INTERRUPT SERVICE ROUTINE. 


L4 
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SEG “ 





2039 010006 010224 MOV R2,CR4)-« ; STORE THE CSR. 
2040 010010 016224 000000 MOV CSR(R2),CR4)> ; STORE THE CSR CONTENTS. 
pter 010014 010124 MOV R1,CR4)-« 3 :; STORE THE RECEIVE BUFFER CONTENTS. 
20435 010016 012762 000000 000000 MOV #0, CSRCR2) ; DISABLE TX € RECEIVE 
aos ; INTERRUPTS. 
2046 010024 012604 MOV (SP)+,R4 ; RESTORE THE REGISTERS. 
2047 010026 012605 MOV (SP »+,R3 
2048 010050 012602 MOV (SP )+,R2 
2049 010032 012601 MOV (SP )+,R1 
2051 
010034 000004 000000’ 010042’ PIRQS .BEGIN, 26% ; QUEVE UP TO CONTINUE AT 26% AND RTI 
; -se 28 eeeeeaeaaaqeqe@eweqcteaet# Geeeewee ee eece@eqqen#he eeaeeeeeeqeweqe«e# ene @eeeee«s «+ * «© «= © «© 
2053 010042 26%: 
2054 010042 005767 170212 TST LCKOUT ?; DO NOT TYPEOUT ERROR oe IF ANOTHER ERROR 
2055 010046 001405 BEG 27$ REPORT IS IN PROGRESS 
2056 010050 104407 000000’ BREAKS ,BEGIN s TEMPORARY RETURN TO MONITOR. 
010054 104407 000000’ BREAK $ ,.BEGIN ; THEN CONTINUE AT NEXT INSTRUCTION. 
2057 010060 000770 BR 26% 
2058 010062 27%: 
2059 010062 170172 INC LCKOUT : DURING ERROR TYPEOUT, WE MUST NOT ALLOW ANY OTHER 
2060 O1 012704 000726’ MOV @DHROBUF +40 ,R4 ; SECTION TO REPORT AN ERROR. 
2061 010072 28%: 
010072 005714 TST CR4) ; DOES THIS LINE HAVE A SAVED ERROR? (R1i<>0). 
2063 010074 001003 BNE 29% ; YES, REPORT IT. 
010076 062704 000400 ADD @OHR 1BUF -DHROBUF ,.R4 ; NO, THEN LOOK AT NEXT LINE FOR ERROR. 
2065 010102 000773 BR 283 
2066 
2067 
010104 29%: 
2069 010104 011467 167770 MOV CR4),CSRA ; REPORT THE CSR ADDRESS. 
sone 010110 CLR CR4)-+ ; CLEAR ERROR INDICATION. 
2072 010112 012467 167764 MOV CR4)+,ACSR s REPORT THE CSR CONTENTS. 
aore 010116 012467 167762 MOV CR4)+, ASTAT ; REPORT THE CONTENTS OF RBUF. 
2075 010122 012767 000034 167756 MOV #34 ,ERRTYP REPORT ERROR TYPE. 
2076 010130 104401 000000' 003675’ MSG$ ,, BEGIN, ERR. I sASCII MESSAGE CALL 
2077 010136 308: ; ERROR OC . 
2078 § $666666066056666606066064666600666666060606666606666666660660686006 
010136 104405 000000' 000000 HRDERS$ , BEGIN, NULL F 
§ O$064606606666666606666606666656666666666660666666606066668666466 
328: 
170110 CLR LCKOUT 
170062 INC DHUSDONE s THIS OHV11 IS DONE! 
170056 170056 CMP DHUSDONE , DHUSLEF T ; ANY MORE DHU11‘S TO 00? 
BEG 36% 
33%: 
pred 010164 104400 000000’ EXIT$ ,.BEGIN ;EXIT TO MONITOR. MODULE WAIT FOR INTERRUPT. 
2089 


M4 
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DHU11 RECEIVER INTERRUPT SERVICE ROUTINES. 
2091 
2092 
2093 010170 358: | 
010170 000004 000000° 010176’ PIRQ$ .BEGIN. 36$ ; QUEUE UP TO CONTINUE AT 36% AND RTI 
2095 010176 36$: ; 
2096 010176 104413 000000’ ENDIT$ ,BEGIN ;SIGNAL END OF ITERATION. 
ani ;MONITOR SHALL TEST END OF PASS 
2098 010202 000167 174166 JMP RESTRT 
2100 010206 40$: 
2101 010206 010103 MOV R1,R3 ; GET LINE @. 
2102 010210 000303 SWAB CORRS ; PLACE LINE @ IN 1ST FOUR BITS. 
2108 010212 042703 177760 BIC @tC<17>,R3 ; CLEAR OUT EVERYTHING BUT THE LINE @. 
2105 010216 066703 170032 ADD BUF ADR ,R3 ; SET-UP LOCATION FOR ‘LINE @. 
2107 010222 60$: 
2108 010222 042701 177400 BIC @tC<377>,R1 ; CLEAR OUT EVERYTHING BUT THE CHARACTER RECEIVED. 
2109 010226 120113 R1,(R3) ; DOES THE EXPECTED (R3) MATCH THE RECEIVED R 
2110 010230 001504 BEQ 70$ ; BRANCH IF EQUAL. THIS IS WHAT WE WAN 
2112 010232 020127 000021 CMP R1,021 ; ON? IF SO, WE MUST IGNORE. 
2115 010236 001643 BEQ 208 
2115 010240 020127 000023 CMP R1, 023 ; OFF? IF SO, WE MUST IGNORE. IF NOT, ap REPORT 
2116 010244 001640 BEQ 20% ; A DATA ERROR. IF CHARACTER DOES NOT MATCH 
2117 ; EXPECTED, IT MUST BE EITHER XOFF OR XON. 
2119 
2120 
2121 ; ERROR!! DATA ERROR!! 
2122 
2123 
2124 010246 62%: 
2125 010246 016704 170002 MOV BUF ADR ,R4 
2126 010252 704 000020 ADD @20,R4 
2128 010256 010124 MOV R1,(R4)>+ ; ACTUAL DATA. 
2129 010260 011324 MOV CR3),CR4)6 ; EXPECTED DATA. 
2130 010262 010224 MOV R2,(R4)> ; CSR ADDRESS. 
2131 010264 010314 MOV R3,(R4) ; LINE @ + BUFADR. 
2132 010266 166724 167762 SUB BUF ADR, (R4)+ ; LINE @. 
2134 010272 012762 000000 000000 MOV #0, CSR(R2) ; DISABLE TX & RECEIVE 
2135 ; INTERRUPTS. 
2137 010300 012604 MOV (SP)+,R4 ; RESTORE REGISTERS. 
2138 010302 012603 MOV CSP )+,R3 
2139 010304 012602 MOV (SP)+,R2 
2140 010306 012601 MOV (SP)+,R1 
si 
010310 000004 000000’ 010316' PIRQ$ .BEGIN. 66$ ; QUEUE UP TO CONTINUE AT 66% AND RTI 


N4 
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DHUA 
DMU11 RECEIVER I 


2143 0103516 


2196 010472 


011167 
005021 


112167 
105021 
012167 
012167 


104401 


104404 


016701 


167736 


000000’ 


167716 
000706‘ 


000400 


167524 


167514 


167500 
167476 


000000’ 003753' 


000000 ' 


167636 
167610 
167604 


000000' 


177274 


167576 
000001 


167554 


167604 


TERRUPT SERVICE ROUTINES. 


66%: 


69%: 


TST LCKOUT 
BEG 67% 
BREAK $ ,BEGIN 


BREAK$ ,BEGIN 
BR 66$ 


INC LCKOUT 


MOV @DHROBUF +20 ,R1 
TST (R1) 
BNE 69$ 

@DHR1BUF -DHROBUF ,R1 
eS 68% 
MOV CR1),AWAS 
CLR (P1)>+ 
MOVB CR1)+,ASB 
CLRB CR1)>+ 
MOV CR1)+,.CSRA 
MOV CR1)+,SBADR 


MSG$ ,BEGIN, ERR. J 


DURING ERROR TYPEOUT, 
SECTION TO REPORT AN E 


SEG Se 


DON'T TYPEOUT ERROR REPORT IF ANOTHER ERROR 
; REPORT IS IN PROGRESS. 
 s TEMPORARY RETURN TO MONITOR. 
;THEN CONTINUE AT NEXT INSTRUCTION. 


WE MUST NOT ALLOW ANY OTHER 
RROR. 


DOES THIS LINE HAVE A SAVED ERROR? (R1<>0) 
YES, REPORT IT. 
NO, THEN LOOK AT NEXT LINE FOR ERROR. 


REPORT ACTUAL DATA 
CLEAR ERROR INDICATION. 


REPORT EXPECTED DATA. 


REPORT CSR ADDRESS. 
REPORT LINE @. 


sASCII MESSAGE CALL 


§ SSSSSEESS ESEEASESEEEEEEEESESELESSEEEHEESEESEEESEEEEESEEEESEEEEEEEDSE 


DATER$ ,BEGIN 


A ERROR!!! 


§ SSSESSEEEAERESESESAEESASEESSEOSESEESESESEESESSEDREESEHEEEEEEEEESEEEEEERE 


CLR LCKOUT 


INC DHUSDONE 
CMP OHUSDONE . OHUSLEF T 
BEQ 36% 
EXIT$ ,BEGIN 
(R3) 
BEQ 75% 
JMP 20% 
Sus BUF ADR ,R3 
MOV #1,R4 
DEC RZ 
BMI 90% 
ASL RS 
BR 80% 


MOV OFFSET ,R1 


DONE REPORTING THIS ERROR? 
MARK THIS DHU11 AS BEING DONE. 


ALL THE DHU11'S DONE? 


ARE 
YES, THEN END PASS. 


ELSE NORMAL EXIT. 


sEXIT TO MONITOR. MODULE WAIT FOR INTERRUPT. 






BUF 
MAKE BITMASK OF LINE NUMBER 
DECREMENT UNTIL O. 


SHIFT i. ’ = TO ZERO FOR BITMASK. 
BITMASK IN R 


CHARACTER. 
LAST CHARACTER (377), BR IF NOT. 
CHARACTER. GO SEE I 


F ANOTHER 
GET LINES. 





ane _ - 


_ se ee ee a eee eee 


YSTEM EXERCISER M MACRO M1200 


INTERRUPT SERVICE ROUTINES. 


050461 
026761 


001402 
000167 


000224' 


167514 


177230 


000000 


167476 
167472 


177414 


000224" 


167472 


97%: 


1008: 


i2 DEC -83 09:01 


BIS 
CMP 
BEQ 


R4 ,i INESDONE(R1 ) 
i TNE SELECT... INESDONE(R1) 


95% 
208 


BS 


PAGE 16-5 


#0 ,CSR(R2 ) 


RECORD THIS LINE DONE. 


SEE IF ALL LINES DONE ON THIS UNIT. 


BR IF ALL LINES NOT DONE. 


DISABLE TX E€ RECEIVE 
INTERRUPTS. 


RESTORE REGISTERS. 


RECORD THIS OrHU11 AS BEING DONE. 
ARE ALL DHU11'S DONE? 

NO, EXIT. 

YES, REPORT END OF PASS. 


EXIT, JUST THIS OMu11 IS DONE. 


RESTORE REGISTERS. 


DHUA DEC/K11 SYSTEM EXERCISER M MACRO M1200 
DMU11 RECETYER INTERRUPT SERVICE ROUTINES. 


010570 


010570 
010576 


2258 010604 


010610 
010610 


2262 010614 


010616 
010624 


010630 
010636 


010644 
2 


016767 
016767 


012700 


006367 
077003 
056767 
000367 
016767 
056767 
000207 
000001 


167222 
167214 


167464 
167460 


167440 


172060 
172052 


oo oe Gs Ge Ge Ge Ge Ge Ge Ge Ge Ge Gs GF GF Ge oF ae Ge 
a a Rt Re et Net et et a a et a a a ee a ee ee 


> 
a 


i 
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NAME : 


FUNCTIONAL DESCRIPTION: 


CALLING SEQUENCE : 
INPUTS REQUIRED: 
OUTPUTS GIVEN: 


BAUDRATE 
SUBROUTINE TO SET UP THE BAUDRATE 


39EG * 


AND STORE IT IN TXSPEED AND RCVSPEED 


REGISTERS USED,UNRESTORED: RO 


SUBROUTINE ROUTINES USED: 


NONE . 
“DHULPR” IS SET UP WHEN DECLARED. 


JSR PC ,BAUDRATE 
“SR1" AND “2" IN MODULE HEADER AND “DHULPR” 
“TXSPEED”, 


"RCVSPEED” AND “LPRSELECT” 


IT SHOULD NOT BE CHANGED. 


RESTRICTIONS: 
; -—<- 
BAUDRATE : 
MOV SR1, TXSPEED 
MOV SR1.RCVSPEED 
MOV @4,R0 
108: 
ASL TXSPEED 
S08 RO,108 
BIS TXSPEED .RCVSPEED 
RCVSPEED 
MOV DHULPR ,.LPRSELECT 
BIS RCVSPEED ,LPRSELECT 
RTS PC 


GET SELECTED TRANSMIT SPEED. 
GET SELECTED RECEIVE SPEED. 


SET-UP SHIFT COUNTER. 
LINE-UP TRANSMIT SPEED SELECTOR W/LPR. 


PUT TRANSMIT & SPEED SELECTION TOGETHER. 


INITIALIZE THE LINE PARAMETER SELECTION. 
SAVE THE TRANSMIT € RECEIVE SPEEDS. 


RETURN TO MAIN PROGRAM. 


DS 
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SYMBOL TABLE 

ACSR 000102R DATCK$= 104411 ERR.C 003120R OFFSET 000252R SETUP1 004452R 

ADOR 000006R DATER$= 104404 ERR.D 003210R OPEN = SETUP2 004516R 

ADORO 002702R DHRO 00 ERR.E 0053511R OTOAS = 104420 SOF CNT 

ADORi 002704R ERR.F 003404R OVERRU= 040000 SOFER$= 104406 

ADOR2 002706R ERR.G 003511R PA 002672R SOF PAS 

ADOR22= 001 ERR .H PARITY= 010000 SPOINT 000032R 

ADORS 002710R ERR.I 005675R PASCNT O00054R SPSIZ = 000040 
000106R ERR.J 0035755R PA22 002676R 1 000016R 

ASTAT 900104R ERR .K PIRQGS$ = SR2 

AUTOO = 000020 ERR.L 004042R POINT SRS 000022R 

AUTOL = 000002 ERR.M 004150R POPSP = 005726 SR4 000024R 
000110R E POPSP2= 022626 START  004340R 

BAVORA 010570R PRTY = STAT 000026R 

BEG PRTYO = 000000 SVRO 000062R 

BITO = 000001 PRTY1 = 000040 SVR1 000064R 

BITiL = 900002 PRTY2 = 1 SvR2 

BIT10 = 002000 PRTYS = 000140 SvR3 000070R 

BIT11 = 004000 PRTY4 = SVR4 000072R 

BIT1i2 = 010000 PRTYS = SVRS 000074R 

BIT15 = 020000 PRTY6 = 0003500 Ss 000076R 

BIT14 = 040000 PRTY7 = SYSCNT 000052R 

BIT1S = 100000 PS = 177776 TRPDFD= 000022 

BIT2 = 000004 PSW = 177776 Tx 005274R 

BITS = 000010 PUSH = 005746 T 

BIT4 = PUSH2 = TXBUFC= 000016 

BITS = PURFLG= TXCHAR = 

BIT6 = 000100 RAND$ = 104417 TXDATA= 

BIT7 «= RANNUM TXDMA.= 010000 

BITé = RBUF = TXINTR= 

BIT9 = 001000 005514R TX 007360R 

BREAK$= 104407 RCVDAT= TXSPEE 

BR1 0000 12R RCVINT= 000100 TX.ACT= 100000 
00001 3R X.ENA= 100000 

BTODs = 104421 RESTRT 004374R TX1BUF = 

BUF RES1 TX2BUF = 000014 

COATA$= 104412 VA 0026 70R 

COMUCS RSTRT 000112R VECT 

CHECKL 005346R MSGNS = 1044035 RXSERV 007746R VECTOR 000010R 

CONF IG MSGS$ «= 1 RX. ENA= 000004 WA 104R 

CSR MSGS = 1 i =#000006 WOFR 006116R 

CSRA 000100R NEXTOH 005714R R7 =#000007 WOTO 000114R 

DATA.V= 1 . SBADR 000102R XFLAG 





. ABS. 
010646 001 
ERRORS DETECTED: 0 


VIRTUAL MEMORY USED: 12513 WORDS ( 49 PAGES) 
DYNAMIC MEMORY: 20060 WORDS ( 77 PAGES) 

ELAPSED TIME: 00:00:31 

CXDHUAO . 0B, CXDHUAO.LST/-SP=DDXCOM.MAC , CXDHUAO .P11 


4 


